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Dialight (LSE: DIA.L) is leading

the energy efficient LED lighting
revolution around the world for
industrial and hazardous areas. For
more than 40 years, it has been
committed to the development of
LED lighting solutions that enable
organisations to vastly reduce
energy use and maintenance needs,
improve safety, ease disposal and
reduce COo emissions.

¢ 10+ years of maintenance free lighting

e |mproved safety, colour quality

¢ |Improved temperature rating (T-rating)

e | ower total cost of ownership, quick ROI
e | ower energy consumption by > 50%

e | ED lighting for industrial applications

® LED lighting for hazardous applications

e | ED lighting for industrial applications
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V|g | Iaﬂt Overview | Industrial Applications

Vigilant® LED Lighting Fixtures

for Industrial Applications
LED High Bay - 60,000Ilm

4 Wattage Range: 480W
Lumen Output Range: 60,000Im
Lumens per Watt: 125
Input Voltage: 120 - 277V AC
Mounting: Overhead / Celling / High Bay
Mounting Height: 30m and lower
LED High Bay - H2 Series LED High Bay
Wattage Range: 180W
Lumen Output Range: 25,250Im
Lumens per Watt: 140
Input Voltage: 110 - 277V AC
Mounting: Overhead / Celling / High Bay
Mounting Height: 26m and lower
LED High Bay - 125Im
Wattage Range: 88 - 212W
Lumen Output Range: 11,000 - 26,500Im
Lumens per Watt: 125
Input Voltage: 110 - 277V AC /100 - 277V AC
Mounting: Overhead / Ceiling / High Bay
Mounting Height: 25m and lower

LED Dual Floodlight

Wattage Range: 288 - 424W

Lumen Output Range: 37,500 - 55,000Im

Lumens per Watt: 125 - 130

Input Voltage: 120 - 277V AC

Mounting: Flood / Wall / Pole
Mounting Height: 25m and lower

LED High Bay with Controls

Wattage Range: 113 - 213W

Lumen Output Range: 14,000 - 26,500Im

Lumens per Waitt: 124

Input Voltage: 110 - 277V AC /100 - 277V AC
Mounting: Overhead / Celling / High Bay

When ordering, please refer to www.dialight.com for the current datasheets

6 www.dialight.com



Overview | Industrial Applications DU I’OSI’[e

DuroSite® LED Lighting Fixtures

for Industrial Applications

LED High Bay

Wattage Range: 146 - 172W

Lumen Output Range: 10,000 - 17,500Im

Lumens per Watt: 68 - 102

Input Voltage: 100 - 277V AC

Mounting: Overhead / Celling / High Bay
Mounting Height: 25m and lower

LED Low Bay

Wattage Range: 48 - 80W

Lumen Output Range: 3,800 - 6,000Im

Lumens per Watt: 75/ 84

Input Voltage: 100 - 277V AC

Mounting: Overhead / Celling / Low Bay
Mounting Height: 25m and lower

LED Linear - Low Profile

Wattage Range: 33W / 66W

Lumen Output Range: 3,300 - 7,250Im
Lumens per Watt: 102 - 110

Input Voltage: 100 - 277V AC
Mounting: Overhead / Wall / Pole
Mounting Height: 6m and lower

LED Linear & LED Emergency Linear - Stainless Steel

Wattage Range: 34W / 67W

Lumen Output Range: 2,600 - 5,100Im
Lumens per Watt: 81

Input Voltage: 100 - 277V AC
Mounting: Overhead / Wall / Pole
Mounting Height: 6m and lower

LED High Bay with Controls

Wattage Range: 151 - 175W

Lumen Output Range: 10,000 - 17,000Im

Lumens per Wait: 66 - 97

Input Voltage: 100 - 277V AC

Mounting: Overhead / Ceiling / High Bay

When ordering, please refer to www.dialight.com for the current datasheets

www.dialight.com 7



DuroSite

Overview | Industrial Applications

DuroSite® LED Lighting Fixtures

for Industrial Applications

LED Area Light

Wattage Range:
Lumen Output Range:
Lumens per Wait:
Input Voltage:
Mounting:

Mounting Height:

LED Conveyor Light

Wattage Range:
Lumen Output Range:
Lumens per Watt:
Input Voltage:
Mounting:

Mounting Height:

LED Floodlight

Wattage Range:
Lumen Output Range:
Lumens per Watt:
Input Voltage:
Mounting:

Mounting Height:

21 - 69W

2,200 - 7,000lm
101 - 105

100 - 277V AC
Ceiling / Wall / Pole

6m and lower

58W

4,200Im

2

100 - 277V AC
34mm pole mount

6m and lower

109 - 140W
10,500Im - 15,000Im
96 - 115

100 - 277V AC
Flood / Wall / Pole

15m and lower

LED Bulkhead & LED Emergency Bulkhead

Wattage Range:
Lumen Output Range:
Lumens per Watt:
Input Voltage:
Mounting:

Mounting Height:

When ordering, please refer to www.dialight.com for the current datasheets

8

W/ 22W / 34W
600 - 2,250Im
55 - 66

100 - 277V AC or 24 - 48V DC
Wall / Pole / Task / Stanchion

6m and lower

www.dialight.com



Overview |Hazardous Applications

SafeSite

SafeSite® LED Lighting Fixtures

for Hazardous Applications

o,

LED High Bay

Wattage Range:
Lumen Output Range:
Lumens per Watt:
Input Voltage:
Mounting:

Mounting Height:

150 - 172W

9,500 - 14,500Im

63 - 81

100 - 277V AC

Overhead / Celling / High Bay

10m and lower

LED Linear & LED Emergency Linear - Stainless Steel

Wattage Range:
Lumen Output Range:
Lumens per Watt:
Input Voltage:
Mounting:

Mounting Height:

LED Area Light

Watitage Range:
Lumen Output Range:
Lumens per Watt:
Input Voltage:
Mounting:

Mounting Height:

34W / 67TW

2,600 - 5,7100Im

81

100 - 250V AC
Overhead / Wall / Pole

6m and lower

22 - B8W

2,000 - 7,500Im

79 - 117

110 - 277V AC
Celling / Wall / Pole

6m and lower

LED Bulkhead & LED Emergency Bulkhead

Wattage Range:
Lumen Output Range:
Lumens per Watt:
Input Voltage:
Mounting:

Mounting Height:

When ordering, please refer to www.dialight.com for the current datasheets

www.dialight.com

TIW / 22W / 34W

600 - 2,250Im

55 - 66

100 - 277V AC or 24 - 48V DC
Wall / Pole / Task / Stanchion

6m and lower



DUI’OSite & SafeSite Overview | Industrial / Hazardous Applications

DuroSite & SafeSite® LED Transportable Range

for Industrial and Hazardous Applications

DuroSite LED Transportable High Bay

Wattage Range: 146 - 172W
Lumen Output Range: 10,000 - 17,500Im
Lumens per Watt: 68 - 102

Input Voltage: 100 - 277V AC

DuroSite LED Transportable Bulkhead

Wattage Range: 34W

Lumen Output Range: 2,250Im
Lumens per Watt: 66

Input Voltage: 100 - 277V AC

SafeSite LED Transportable High Bay

Wattage Range: 180 - 172W
Lumen Output Range: 9,500 - 14,500Im
Lumens per Watt: 63 - 84

Input Voltage: 100 - 277V AC

SafeSite LED Transportable Area Light

Wattage Range: 38 - 58W
Lumen Output Range: 4,000 - 6,000Im
Lumens per Watt: 103 - 109
Input Voltage: 110 - 277V AC

SafeSite LED Transportable Bulkhead

Wattage Range: TIW / 22W / 34W
Lumen Output Range: 600 - 2,250Im
Lumens per Watt: 55 - 66

Input Voltage: 100 - 277V AC

When ordering, please refer to www.dialight.com for the current datasheets

10 www.dialight.com



Fixed and portable fixtures for installation and use in hazardous areas.

The zone defines the probability of hazardous material being present in an ignitable concentration in the surrounding atmosphere

Zone 0, 20 Area in which an explosive gas-air/dust mixture is continuously present or present for long periods
Zone 1, 21 Combustible or conductive dusts are present. Area in which an explosive gas-air/dust mixture is likely to occur for short periods in normal operation
Zone 2, 22 Area in which an explosive gas-air/dust mixture is not likely to occur, and if it occurs it will only exist for a very short time due to an abnormal condition

are used to denote the safety level of the devices.

Exd Flameproof (Explosion proof) Enclosure 1,2

Exe Increased Safety 1,2

Exm Encapsulation 1.2
ExnorN Non incentive or/and normally no sparking circuits 2

Certified equipment is tested for maximum temperature rating by approval agencies. Equipment for Group Il receives a temperature
code indicating the maximum surface temperature.

T1 450°C
T2 300°C
T3 200°C
T4 135°C
T5 100°C
16 85°C

Electrical equipment is divided into two groups where Group | covers equipment used in mines and Group Il covers all other
applications. Gas groups IlIA, IIB, lIC. Dust groups llIA, 1B, IC

Group | For application in below ground installations (mines) where methane (firedamp) and coal dust may be present.
Group lIA For application in above ground installation where hazards due to propane may exist
Group 1B For application in above ground installations where hazards due to ethylene may exist
Group IC For application in above ground installations where hazards due to hydrogen or acetylene may exist

www.dialight.com 1"



Vigilant

Industrial Applications| High Bay

Vigilant® LED High Bay -

for Industrial Applications

Mechanical Information

Fixture weight: 27 kg (69! lbs) Voltage options:

Shipping weight: 33 kg (73Ibs) Operating temp:
Note: the wire box is installed seperately Power factor:
from the housing. This allows single THD:

installer for fixtures.

Hook mount Surge protection:

Mounting:
g (4) M20 - sides

Comparison
Warranty L-70
Dialight High Bay 10yr >100,000
Metal Halide 1 15,000
High Pressure Sodium 1 20,000
Dimensions
b= 430 +

Wiring Box

Resources:

60,000Ilm

Ratings and Certifications
* .70 >100,000 hours @ 25°C ambient
* CE
* |P66
* |KO5 to EN50102

¢ 10yr full performance warranty

*All featur Able on every model. Please refe

Specifications

120 - 277V AC Housing: Copper free aluminium
-40°C to +65°C Len: Tempered glass
>0.9 CRI: 75
<20% CCT: 5000K (cool white)
6KV/2 ohm combination wave, as per 4000K (neutral white)
IEEE C62.41, line-line and line-ground
Lumens Wattage Im/W Mounting Heights
60,000 480 125 30m and lower

Optical Pattern
| .// 7.
. .

Dimension are in mm
Narrow Pattern

120 - 277V AC

Top Hat Hinge

Datasheet:www.dialight.com/Assets/Brochures_And_Catalogs/lllumination/MDEXVHBBOEUX001.pdf e Case Studies, IES Files, LM79 Reports: http://www.dialight.com

12
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Vlg ilant Industrial Applications | High Bay

Vigilant® LED High Bay - 60,000im

Ordering Information and Mounting Accessories

D] IP Colour Temperature
Part Number Fixture Wattage | Lm/W Rati Voltage p Lens Light Distribution
Lumens ating (CCT)

120 - 277V AC Models
HEEGNC44N-HNNG 60,000 480 125 P66 120 - 277V AC 5000K (cool white) Tempered glass Narrow
HBEGNN44N-HNNG 60,000 480 125 P66 120 - 277V AC  4000K (neutral white) Tempered glass Narrow

All values typical unless otherwise stated, lumen values are typical (tolerance +/- 10%)

H6XCAB72

e 1.8M long steel safety rope

www.dialight.com 13




Vigilant Industrial Applications| High Bay

Vigilant® H2 Series LED High Bay

for Industrial Applications

Ratings and Certifications
* .70 >100,000 hours @ 25°C ambient
° CE
* [P66 to EN60529
* [K05 to EN50102

* 10yr full performance warranty

refer to product par

Mechanical Information Specifications
Fixture weight: 8.16 kg (18 Ibs) Voltage options: 110 - 277V AC Housing: Copper free aluminium
L . Operating temp:  -40°C to +65°C Lens: Tempered glass
Shipping weight: 10.8 kg (24 Ibs)
. Power factor: >0.9 CRI: 75
pcttns; eskigvpalee)er THD: <20% CCT: 5000K (cool white)
Swivel bracket (separately) Protection devices capable of handling up
Cabling: 3m PVC Power Cord .. 10 6kV. Tested for 6kV/2 ohm combination
g Surge protection: wave, as per IEEE C62.41, line-line and
line-ground
Comparison Lumens Wattage Im/W Mounting Heights
Warranty L-70 25,250 180 140 25m and lower
Dialight High Bay 10yr >100,000
Metal Halide 1 15,000
High Pressure Sodium 1 20,000
Dimensions
23
Spring Clip Opens
8.0 MAX /=
2x M8x 1.25 or 1 ‘h::’} '4/ \\'
: [ ) W5 H smcorD ||
5/16 - UNC P{f I y/
Threaded Holes [ 162 '-yi\\‘:»_ -/ /
238 W
L 5
((OAEREREARNRNNY
! TN RN

Dimension are in mm

Light Distribution Pattern

Medium

Resources
Datasheet: www.dialight.com/Assets/Brochures_And_Catalogs/lllumination/MDEXHBH2EUX001.pdf  Case Studies, IES Files, LM79 Reports: www.dialight.com

14 www.dialight.com



V| g | | ant Industrial Applications| High Bay

Vigilant® H2 Series LED High Bay

Ordering Information and Mounting Accessories

Sl IP Colour Temperature
Part Number Fixture Wattage Lm/W : Voltage P Lens Light Distribution
e Rating (CCT)

Standard Models

H2EGMCANN-HNG 25,250 180 140 P66 110 - 277V AC 5000K (cool white) ~ Tempered glass Medium
Variable Dimming Models
H2EGMC4ND-HNG 25,250 180 140 P66 110 - 277V AC 5000K (cool white) Tempered glass Medium

All values typical unless otherwise stated, lumen values are typical (tolerance +/- 10%)

for use with flat lens options)

Hook FLX-THBX-SS HBXW3-SSL-316M
e Included as standard ==\ e 304 Stainless Steel e 316 Stainless Steel
? Forward Throw Bracket Adjustable Locking Bracket
I HBXW3-SSL-304M
e 304 Stainless Steel
Adjustable Locking Bracket
HBXW3 HBXSBDK HBXGS
o Aluminium Swivel e | ED High Bay textured e Glare Shield- Grey (RAL7001)
Bracket dome lens powder coated spun
ﬁ HBXW3-SS HBXSBDL aluminum (interior use only,
e Stainless Steel Swive

Bracket

HBXSBK

e | ED High Bay textured

flat lens

HBXSBL
e | ED High Bay
sacrificial flat lens

www.dialight.com

e | ED High Bay
sacrificial dome lens

15




Vigilant Industrial Applications| High Bay

Vigilant® LED High Bay

for Industrial Applications

Ratings and Certifications
* .70 >100,000 hours @ 25°C ambient
* CE
* P66
* [K05

© 10yr full performance warranty

s not available on every model. Please refer to product part number pages fol

Mechanical Information Specifications
Fixture weight:  8.16 kg (18 Ibs) Voltage options:
Shipping weight: 10.8 kg (24 lbs) 100 - 277V AC 11,000Im, 14,000Im & 18,000lm models Housing:  Copper free aluminium
o (Hook (supplied) or 110 - 277V AC 25,750, 26,500lm models Lens: Tempered glass
ounting: ‘
Swivel bracket (separately Operating temp:  -40°C to +65°C CRI: 75
ebing; Shn PV [FonE Cioe Power factor: >0.9 80 min. option available
THD: <20% CCT: 5000K (cool white)
Protection devices capable of handling up to 4000K (neutral white)

Surge protection: 6KkV. Tested for 6kV/2 ohm combination wave,
as per [EEE C62.41, line-line and line-ground

Comparison Lumens Watitage Im/W Mounting Heights

Warranty L-70 26,500 212 125 256m
Dialight High Bay 10yr >100,000 25,750 204 125
Metal Halide 1 15,000 18,000 144 125
High Pressure Sodium 1 20,000 14,000 112 125

11,000 88 125 &m

Dimensions Control Options
23

Spring Clip Opens

2x M8x 1.25 or
5/16 - UNC
Threaded Holes

Dimension are in mm ‘
DALI or Wireless Controls

Light Distribution

Narrow Oval Narrow

Res 3
Datasheet: www.dialight.com/Assets/Brochures_And_Catalogs/lllumination/MDEXHB125EUX001.pdf  Case Studies, IES Files, LM79 Reports: www.dialight.com

16 www.dialight.com




Vigilant

Industrial Applications| High Bay

Vigilant® LED High Bay

Ordering Information

Part Number

Initial
Fixture
Lumens

: Colour Temperature Light
Wattage IP Rating Voltage (ccT) Distribution

Standard Models

HEEGMC4PN-HNG 26,500 212 125 P66 110 - 277V AC 5000K (cool white) Tempered glass Medium
HEEGRC4PN-HNG 26,500 212 125 P66 110 - 277V AC 5000K (cool white) Tempered glass Narrow
HEEGNCA4PN-HNG 26,500 212 125 P66 110 - 277V AC 5000K (cool white) Tempered glass Narrow
HEEGEC4PN-HNG 25,780 204 125 P66 110 - 277V AC 5000K (cool white) Tempered glass Oval

HEEGMC4PN-HNG 18,000 144 125 P66 100 - 277V AC 5000K (cool white) Tempered glass Medium
HEEGRC4KN-HNG 18,000 144 125 P66 100 - 277V AC 5000K (cool white) Tempered glass Narrow
HEEGNCA4KN-HNG 18,000 144 125 P66 100 - 277V AC 5000K (cool white) Tempered glass Narrow
HEEGEC4KN-HNG 18,000 144 125 P66 100 - 277V AC 5000K (cool white) Tempered glass Oval

HEEGMC4GN-HNG 14,000 112 125 P66 100 - 277V AC 5000K (cool white) Tempered glass Medium
HEEGRC4GN-HNG 14,000 112 125 P66 100 - 277V AC 5000K (cool white) Tempered glass Narrow
HEEGNCA4GN-HNG 14,000 112 126 P66 100 - 277V AC 5000K (cool white) Tempered glass Narrow
HEEGEC4GN-HNG 14,000 112 125 P66 100 - 277V AC 5000K (cool white) Tempered glass Oval

HEEGMCA4DN-HNG 11,000 88 125 P66 100 - 277V AC 5000K (cool white) Tempered glass Medium
HEEGRC4DN-HNG 11,000 88 125 P66 100 - 277V AC 5000K (cool white) Tempered glass Narrow
HEEGNCADN-HNG 11,000 88 125 P6E6 100 - 277V AC 5000K (cool white) Tempered glass Narrow
HEEGEC4DN-HNG 11,000 88 125 P66 100 - 277V AC 5000K (cool white) Tempered glass Oval

HEEGMC4PD-HNG 26,500 212 125 P66 110 - 277V AC 5000K (cool white) Tempered glass Medium
HEEGRC4PD-HNG 26,500 212 125 P66 110 - 277V AC 5000K (cool white) Tempered glass Narrow
HEEGMC4KD-HNG 18,000 144 125 P66 100 - 277V AC 5000K (cool white) Tempered glass Medium
HEEGRC4KD-HNG 18,000 144 125 P66 100 - 277V AC 5000K (cool white) Tempered glass Narrow
HEEGMC4GD-HNG 14,000 112 125 P66 100 - 277V AC 5000K (cool white) Tempered glass Medium
HEEGRC4GD-HNG 14,000 112 125 P66 100 - 277V AC 5000K (cool white) Tempered glass Narrow
HEEGMCA4DD-HNG 11,000 88 125 P66 100 - 277V AC 5000K (cool white) Tempered glass Medium
HEEGRC4DD-HNG 11,000 88 125 P66 100 - 277V AC 5000K (cool white) Tempered glass Narrow

All val >d, lumen val typical (tolerance +/- 10%)

"Models in the table are in cool white (5,000K CCT), for models in neutral white (4,000K CCT) replace the 6th character with an N. Example HEEGMC4PN-HNG

becomes HEEGMN4PN-HNG. Deduct 8% from lumen values when specifying neutral white.

?For models needing a safety bracket replace the 11th character with an S. Example HEEGMC4PN-HNG becomes HEEGMC4PN-HSG

SAll models in the part number table come with an intermal fuse. For models needing an external fuse replace the 11th character with an E. Example HEEGMC4PN-HNG becomes
HEEGMCAPN-HEG. (Fixtures will be listed with damp location only with external fuse)

“For models needing both a safety bracket and fuse, replace the 11th character with a G. Example HEEGMC4PN-HNG becomes HEEGMC4PN-HGG.

www.dialight.com 17




Vigilant Industrial Applications| High Bay

Vigilant® LED High Bay - VDE / ENEC

for Industrial Applications

kel IP Colour Temperature Light
Part Number Fixture Wattage | Lm/W : Voltage p Lens ot
Lumen Rating (CCT) Distribution

Hook Mounting - 10 Year Warranty

HEVGMC4PN-HNG 24,500 212 114 P66 110 - 277V AC 5000K (cool white) Tempered glass Medium
HEVGRC4PN-HNG 24,500 212 114 P66 110 - 277V AC 5000K (cool white) Tempered glass Narrow
HEVGMC4KN-HNG 16,500 144 114 P66 100 - 277V AC 5000K (cool white) Tempered glass Medium
HEVGRC4KN-HNG 16,500 144 114 P66 100 - 277V AC 5000K (cool white) Tempered glass Narrow
HEVGMCAGN-HNG 13,750 112 122 P66 100 - 277V AC 5000K (cool white) Tempered glass Medium
HEVGRC4GN-HNG 13,750 112 122 P66 100 - 277V AC 5000K (cool white) Tempered glass Narrow
HEVGMCA4DN-HNG 10,750 88 122 P66 100 - 277V AC 5000K (cool white) Tempered glass Medium
HEVGRC4DN-HNG 10,750 88 122 P66 100 - 277V AC 5000K (cool white) Tempered glass Narrow
All values typical unless otherwise stated, lumen values are typical (tolerance +/- 10%)

"Models in part number table are in cool white (5,000K CCT), for models needing neutral White (4,000K CCT) replace the 6th character with an N. Example HEVGMC4PN-HNG
becomes HEVGMN4PN-HNG. Deduct 8% from lumen values when specifying neutral white.

2For models needing a safety bracket replace the 11th character with an S. Example HEVGMC4PN-HNG becomes HEVGMC4PN-HSG

SPart numbers listed in the tables above come with a glass lens. For models needing a polycarbonate domes lens, replace the 4th character with an L. Example HEVGMC4PN-HNG
becomes HEVLMC4PN-HNG. For models needing a flat acrylic lens, replace the 4th character with a_1. Example HEVGMC4PN-HNG becomes HEVIMC4PN-HNG.

Resources:
Datasheet: www.dialight.com/Assets/Brochures_And_Catalogs/lllumination/MDEXHBVDEEUXOO1.pdf © Case Studies, IES Files, LM79 Reports: www.dialight.com

18 www.dialight.com



V| g | | ant Industrial Applications| High Bay

Vigilant® LED High Bay

Mounting Accessories

HBXW3-SSL-316M

® 316 Stainless Steel
Adjustable Locking Bracket

HBXW3-SSL-304M

e 304 Stainless Steel
Adjustable Locking Bracket

HBXW3 HBXSBDK HBXGS
o Aluminium Swivel e | ED High Bay textured e Glare Shield- Grey (RAL7001)
Bracket dome lens powder coated spun
HBXW3-SS aluminum (interior use only,
’ e Stainless Steel Swivel HBXSBDL for use with flat lens options)

FLX1THBXSS

e 304 Stainless Steel
forward Throw Bracket

Hook

e |ncluded as standard

Bracket e | ED High Bay

sacrificial dome lens
HBXSBK
e | ED High Bay textured
flat lens
HBXSBL
e | ED High Bay
sacrificial flat lens

www.dialight.com 19




Vigilant
Vigilant® LED Dual Floodlight

for Industrial Applications

Industrial Applications| Floodlight

Ratings and Certifications
* CE

* |P66
* | .70 >100,000 hours @ 25°C ambient

¢ 10yr full performance warranty

able on every model. Please refer to product part number pages

Mechanical Information

Specifications
Fixture weight: 28 kg (56 lbs) Voltage options: 120 - 277V AC Housing: Copper free aluminium
Shipping weight: 27 kg (60 Ibs) Operating temp:  -40°C to +65°C Len: Tempered glass
EPA (Sq.ft): 2.69 Power factor: >0.9 CRI: 75
Mounting: o %ﬁgﬂr‘ﬁga r%fr?gel THD: <20% CCT: 5000K (cool white)
Entrios: gjﬁ:;; lzzs:eedmries Surge protection: 6KV/2 ohm combination wave, as per 4000K (neutral white)

IEEEC62.41, line-line and line-ground

Comparison

Lumens Wattage Im/W Mounting Heights
S Warranty L-70 56,000 424 123 o
,\D/:allg‘hmgh o M{W >12‘888“ 53,000 424 125 [
etal Halide ,
High Pressure Sodium 1 20,000 37,500 288 180 15m
Dimensions
167

st

Dimension are in mm

Beam Angle = 92°

Beam Angle = 35°

Resources
Datasheset: www.dialight.com/Assets/Brochures_And_Catalogs/lllumination/MDTEXVFLEUX001.pdf » Case Studies, [ES Files, LM79 reports: www.dialight.com

20 www.dialight.com



Vigilant Industrial Applications| Floodlight

Vigilant® LED Dual Floodlight

Ordering Information and Mounting Accessories

il IP Colour Temperature Beam
Part Number Fixture Wattage | Lm/W : Voltage p Lens
L Rating (CCT) Angle
umens
424

FLEBGBMC2NG 55,000 130 P66 120 - 277V AC 5000 (cool white) Tempered glass 85°
FLEBMOMC2NG 53,000 424 125 P66 120 - 277V AC 5000 (cool white) Tempered glass 92°
FLE9BBMC2NG 37,500 288 130 P66 120 - 277V AC 5000 (cool white) Tempered glass 858

All values typical unless otherwise stated, lumen values are typical (tolerance +/- 10%)

'Additional NEMA optics coming soon. Please consult factory for details.

HzZXCBL2
e Safety Cable Kit

www.dialight.com

108°
120°
108°
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Vigilant

Industrial Applications | Controls

Vigilant® LED High Bay with DALI or Wireless Controls

for Industrial Applications

Mechanical

Fixture weight:

Mounting:

Dimensions

Information (Gateway)
3.18 kg (7 Ibs)

Four 6.35mm (.25 in) flat surface
wall mounting screw holes

241 .3mm width
241.3mm height
50.8mm depth

Mechanical Information (High Bay)

Fixture weight:
Shipping weight:

Mounting:

Cabling:

2x M8x 1.25 or
5/16 - UNC
Threaded Holes

8.16 kg (18 lbs)

10.8 kg (24 Ibs)

Hook or swivel bracket
(supplied separately)

3.056m (10') STOOW Power
Cord

LED High Bay Dimensions

23

8.0 MAX

Resources

Ratings and Certifications (High Bay)
¢ L.70 >100,000 hours @ 25°C ambient
* CE
* |P66
* [KO5
© 10yr full performance warranty

e on every model. Please refer to product part number pages

Specifications (Gateway) Lighting Control Features
Housing: Aluminium, plastic available * On / Off Control
(consult factory) N
* Dimming
Voltage options: 120 - 277V AC )
* Grouping
Operating temp:  -40°C to +65°C )
¢ Scheduling
Network Adapter: RJ45 10/100MB Ethemet port

Voltage options:
100 - 277V AC
110 - 277V AC
Operating temp:
Power factor:
THD:

Surge protection:

Spring Clip Opens 5

* Protocol - Wireless or DALI

Specifications (High Bay)

11,000m, 14,000Im & 18,000lm models Housing:  Copper free aluminium

26,500lm models Lens: Tempered glass
-40°C to +65°C CRI: 75

>0.9 CCT: 5000K (cool white)
<20% 4000K (neutral white)

Protection devices capable of handling up to 6KV. Tested for 6kV/2 ohm combination
wave, as per IEEE C62.41, line-line and line-ground

Controller Dimensions

- 242 -

I 277

[ ]

224 1240

(_Dialight )

Dimension are in mm

Datasheet: www.dialight.com/Assets/Brochures_And_Catalogs/llumination/MDEX HBCONEUX001.pdf ¢ Case Studies, IES Files, LM79 Reports: www.dialight.com
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Vlg ilant Industrial Applications| Controls

Vigilant® LED High Bay with DALI or Wireless Controls

Ordering Information and Mounting Accessories

it Colour Temperature Light
Part Number Fixture Wattage Lm/W | IP Rating Voltage P Lens ot
o, (CCT) Distribution

Vigilant LED High Bay - Jennet 2.4GHz

HEEGMC4PJ-HNG 26,500 213 124 P66 110 - 277V AC 5000K (cool white) Tempered glass Medium
HEEGRC4PJ-HNG 26,500 213 124 P66 110 - 277V AC 5000K (cool white) Tempered glass Narrow
HEEGMC4KJ-HNG 18,000 145 124 P66 100 - 277V AC 5000K (cool white) Tempered glass Medium
HEEGRC4KJ-HNG 18,000 145 124 P66 100 - 277V AC 5000K (cool white) Tempered glass Narrow
HEEGMCA4GJ-HNG 14,000 113 124 P66 100-277V AC 5000K (cool white) Tempered glass Medium
HEEGRC4GJ-HNG 14,000 113 124 P66 100-277V AC 5000K (cool white) Tempered glass Narrow
HEEGMC4DJ-HNG 11,000 89 124 P66 100-277V AC 5000K (cool white) Tempered glass Medium
HEEGRC4DJ-HNG 11,000 89 124 P66 100-277V AC 5000K (cool white) Tempered glass Narrow
Vigilant LED High Bay - DALI Protocol
HEEGMC4PA-HNG 26,500 213 124 P66 110 - 277V AC 5000K (cool white) Tempered glass Medium
HEEGRC4PA-HNG 26,500 213 124 P66 110 - 277V AC 5000K (cool white) Tempered glass Narrow
HEEGMC4KA-HNG 18,000 145 124 P66 100 - 277V AC 5000K (cool white) Tempered glass Medium
HEEGRC4KA-HNG 18,000 145 124 P66 100 - 277V AC 5000K (cool white) Tempered glass Narrow

Wall Controller - DALI & Jennet

WLC-004-MBAL 0PI, 120 - 277V AC
20W max

All values typical unless otherwise stated, lumen values are typical (tolerance +/- 10%)

Part numbers in the table above are in cool white (5,000K CCT). For models needing neutral white (4,000K CCT), replace the first C with an N. Example: HEEGMC4PJ-HNG becomes HEEGMN4PJ-HNG.
Deduct 8% from lumen values when specifying neutral.
2For models needing safety bracket replace the 10th character with an 8. Example: HEEMC4PJ-HNG becomes HEEMC4PN-HSG

WOS-U12BG

e Wireless Occupancy Sensor

www.dialight.com 23




DuroSite

Industrial Application| High Bay

DuroSite® LED High Bay with DALI or Wireless Controls

e

|
S

Fixture weight:  3.18 kg (7 Ibs)

Four 6.35mm (.25 in) flat surface

Mounting: wall mounting screw holes

241 .3mm width
241.3mm height
50.8mm depth

Dimensions

Fixture weight: 7.7kg (17 los)
Shipping weight: 10.43kg (23 Ibs)
Hook or swivel bracket

G (supplied separately)
Cabling: %srrgjw (10") STOOW Power
23
Spring Clip Opens
8.0 MAX
2x M8Bx 1.25 or } )
5/16 - UNC

Threaded Holes
238

J

Voltage options:
Operating temp:
Network Adapter:

Voltage options:
Operating temp:

Surge protection

L70 >100,000 hours @ 25°C ambient

CE
P66
IKO5

10yr full performance warranty

Aluminium, plastic available
(consult factory)

120 - 277V AC
-40°C to +65°C
RJ45 10/100MB Ethermet port

100 - 277V AC
-40°C to +65°C
>0.9

<20%

Protection devices capable of handling CCT:

up to BkV. Tested for 6kV/2 ohm

combination wave, as per IEEE C62.41,

line-line and line-ground

242

2717

On / Off Control
Dimming
Grouping
Scheduling

Protocol - Wireless or DALI

Housing:  Copper free aluminium

Lens: Tempered glass
Polycarbonate
CRI: 75

5000K (cool white)

4000K (neutral white)

224 240

(Dioiight)

Dimension are in mm

Datasheet: www.dialight.com/Assets/Brochures_And_Catalogs/lllumination/ CE_High_Bay_Controls.pdf ¢ Case Studies, IES Files, LM79 Reports: www.dialight.com
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DuroSite Industrial Application | High Bay

DuroSite® LED High Bay with DALI or Wireless Controls

Ordering Information and Mounting Accessories

it Colour Temperature Light
Part Number Fixture Wattage Lm/W IP Rating Voltage p Lens ot
Lumens (CCT) Distribution

Vigilant LED High Bay - Jennet 2.4GHz

HBGCMP-EUH-72 17,000 175 97 P66 100 - 277V AC 5000K (cool white) Tempered glass Medium
HBGNMP-EUH-72 15,500 175 89 P66 100 - 277VAC  4000K (neutral white) ~ Tempered glass Medium
HB2CMP-EUH-22 14,750 175 84 P66 100 - 277V AC 5000K (cool white) Polycarbonate Medium
HBGC4P-EUH-72 14,500 151 96 P66 100 - 277V AC 5000K (cool white) Tempered glass Medium
HBEC4P-EUH-Z2 13,500 164 82 P66 100 - 277V AC 5000K (cool white) Tempered glass Oval

HGGN4P-EUH-22 12,750 157 81 P66 100 - 277V AC 4000K (neutral white) ~ Tempered glass Medium
HB2CAM-EUH-22 10,000 1561 66 P66 100 - 277V AC 5000K (cool white) Polycarbonate Medium

Vigilant LED High Bay - DALI Protocol

HBGCMP-EUH-D1 17,000 175 97 P66 100 - 277V AC 5000K (cool white) Tempered glass Medium
HBGC4P-EUH-D1 14,000 157 89 P66 100 - 277V AC 5000K (cool white) Tempered glass Medium

High Bay Gateway

WLC-004-MBAL ot iipies, 120 - 277V AC
20W max

ed

lumen values are typical (tolerance +/- 10%)

All values typical unless otherw

WOS-U12BG

e Wireless Occupancy Sensor

www.dialight.com 25




DuroSite Industrial Application| High Bay

DuroSite® LED High Bay

.70 >100,000 hours @ 25°C ambient
grn

‘_,.J-‘ CE
y . h VDE Options
A P66
NRET 00 L K10
5yr / 10yr full performance warranty
Fixture weight: ~ 8kg (18 Ibs) Voltage options: 100 - 277V AC Housing:  Copper free aluminium

Shipping weight: 11kg (24lbs
Betd = 9 ) Operating temp: -40°C to +65°C Lens: Polycarbonate
(Hook (supplied) or
Mounting: 70°C option available Acylic or Glass options available
Swivel bracket (separately)

Power factor: >0.9 CRI: 75
THD: <20% 80 min. option available
Cabling: 3m (10") PVC Power Cord ‘
B8KkV/2 ohm, 1.2/50us, 8/20us ~ CCT: 5000K (cool white)
Surge protection: combination wave, as per IEEE ‘
©62.41, line-lineand line-ground 4000K (neutral white)
Warranty L-70 17,500 172 102 25m
Dialight High Bay 15,000 172 87
Metal Halide 1 15,000 14,500 161 90
High Pressure Sodium 1 20,000 13,500 161 84
11,750 146 80
11,500 146 79
10,750 146 74
10,000 146 68 5m
23 —
Spring Clip Opens
8.0 MAX
2x M8x 1.25 or -
5/16 - UNC

Threaded Holes
3

DALI or Wireless Controls

Dimension are in mm

Medium Oval

Datasheet: www.dialight.com/Assets/Brochures_And_Catalogs/lllumination/MDEXHBEUOO1.pdf e Case Studies, IES Files, LM79 Reports: www.dialight.com
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DuroSite Industrial Application | High Bay

DuroSite® LED High Bay

Ordering Information

Initial Lens :
. IP Colour Light
sl Iflllﬁ::;es flaiizes Rating LD Temperature (CCT) Clear m Distribution

Standard Models - 10 Year Warranty

HBGCMP-EUH 17,500 172 102 P66 100 - 277V AC ~ 5000K (cool white) Tempered glass Medium
HBGC4P-EUH 14,500 161 90 P66 100 - 277V AC  5000K (cool white)  Tempered glass Medium
HBLCMP-EUH 15,000 172 87 P66 100-277VAC  5000K (cool white) Polycarbonate Medium
HBEC4P-EUH 13,500 161 84 P66 100 - 277V AC  5000K (cool white) Tempered glass Oval
Standard Models - 5 Year Warranty
HBEC4N-EUH 11,750 146 80 P66 100 - 277V AC  5000K (cool white) Tempered glass Oval
HB1C4N-EUH 11,500 146 79 P66 110- 277V AC  5000K (cool white) Acylic Medium
HB5C4N-EUH 10,750 146 74 P66 100-277VAC  5000K (cool white) Acrylic Medium
HBOC4M-EUH 10,750 146 74 P66 100 - 277V AC ~ 5000K (cool white) Polycarbonate Medium
HB2C4M-EUH 10,000 146 68 P66 100 - 277V AC ~ 5000K (cool white) Polycarbonate Medium
HB7C4M-EUH 10,000 146 638 P66 100 - 277V AC ~ 5000K (cool white) Polycarbonate Oval
70°C Models - 5 Year Warranty
HLGC4AN-EUH-70°C 17,000 270 63 P66 100 - 277V AC  5000K (cool white)  Tempered glass Medium
HBGC4P-EUH-70°C 14,000 172 81 P66 100 - 277V AC  5000K (cool white)  Tempered glass Medium
HBGCMP-EUH-70°C 12,000 172 70 P66 100 - 277V AC  5000K (cool white)  Tempered glass Medium
HBJGCMP-EUOS 17,500 172 102 P66 100 - 277V AC  5000K (cool white)  Tempered glass Medium
HBJ1C4N-EUOS 11,500 146 79 P66 100-277VAC  5000K (cool white) Acrylic Medium
HBJ5C4N-EUOS 10,750 146 74 P66 100-277VAC  5000K (cool white) Acrylic Medium
HBJOC4M-EUOS 10,750 146 73 P66 100-277VAC  5000K (cool white) Polycarbonate Medium
HBJ2C4M-EUOS 10,000 146 63 P66 100 - 277V AC  5000K (cool white) Polycarbonate Medium
HBJ7C4M-EUOS 10,000 146 68 P66 100 - 277V AC  5000K (cool white) Polycarbonate Oval
HBEC4N-EUDH 11,750 146 80 P66 100 - 277V AC  5000K (cool white)  Tempered glass Medium
HB1C4N-EUDH 11,500 146 79 P66 100 - 277V AC ~ 5000K (cool white) Acrylic Medium
HB5C4N-EUDH 10,750 146 74 P66 100 - 277V AC  5000K (cool white) Acrylic Medium
HBOC4M-EUDH 10,750 146 73 P66 100 - 277V AC  5000K (cool white) Polycarbonate Medium
HB2C4M-EUDH 10,000 146 68 P66 100 - 277V AC  5000K (cool white) Polycarbonate Medium
HB7C4M-EUDH 10,000 146 63 P66 100 - 277V AC  5000K (cool white) Polycarbonate Oval
HBJGCMP-EUOSD 17,500 172 102 P66 100 - 277V AC  5000K (cool white)  Tempered glass Medium
HBJ1C4N-EUOSD 11,500 146 79 P66 100-277VAC  5000K (cool white) Acrylic Medium
HBJ5C4N-EUOSD 10,750 146 74 P66 100 - 277V AC  5000K (cool white) Acrylic Medium
HBJOC4M-EUOSD 10,750 146 73 P66 100-277VAC  5000K (cool white) Polycarbonate Medium
HBJ2C4M-EUOSD 10,000 146 68 P66 100-277VAC  5000K (cool white) Polycarbonate Medium
( ) Polycarbonate Oval

HBJ7C4M-EUOSD 10,000 146 68 P66 100 - 277V AC ~ 5000K (cool white
All values typical unless otherwise stated, lumen values are typical (tolerance +/- 10%)

Notes for all models:

"Part numbers in the table above are in cool white (5,000K CCT). For models needing neutral white (4,000K CCT), replace the first C in the part code with an N. Example: HBGCMP-EUH becomes HBGNMP-EUH.
Deduct 8% from lumen values when specifying neutral.

2Part numbers listed in the above table are 70 CRI cool white. For 80 CRI cool white models replace the first C in the part code with a B Ex: HB1C4N-EUH becomes

HB1B4N-EUH. For 80 CRI neutral white models replace the first N in the part code with an M e.g.: HB1N4N-EUH become HB1M4N-EUH. Choosing 80 CRI will decrease the lumen

output by 20%

Third party occupancy sensors contained in or attached to the products are covered by the applicable manufacturer warranty.

Notes for standard models:

"Numbers listed in the tables above come with a flat lens. These can be ordered with a polycarbonate dome lens; replace the 3rd character with an L e.g.: HBGC4N-EUH

becomes HBLC4N-EUH

2For junction box models; add a J after the 2nd character e.g.: HB1C4N-EUH becomes HBJ1C4N-EUH

Snitial fixture \umenf_is it 70°C ambient for 70°C models

www.dialight.com 27




DuroSite Industrial Application| High Bay

DuroSite® LED High Bay - VDE

Ordering Information

Part Number Fixture | Wattage | Lm/W ":.’ Voltage el L : L'.ght.

Bracket Mounting - 10 Year Warranty

HBGCMP-EU-DE 16,750 166 101 P66 100 - 277V AC 5000K (cool white) Tempered glass Medium
HBGC4P-EU-DE 14,250 150 95 P66 100 - 277V AC 5650K (cool white) Tempered glass Medium
HB1C4N-EU-DE 11,000 140 79 IP66 100 - 277VAC  5650K (cool white) Acrylic Medium
HBOC4N-EU-DE 10,750 138 78 P66 100 - 277V AC  5650K (cool white) Polycarbonate Medium
HB5C4N-EU-DE 10,500 140 75 P66 100 - 277V AC 5650K (cool white) Acrylic Medium
HB2C4N-EU-DE 10,000 138 72 P66 100 - 277V AC 5650K (cool white) Polycarbonate Medium
Hook Mounting - 10 Year Warranty
HBGCMP-EUH-DE 16,750 166 101 P66 100 - 277V AC 5,000K (cool white)  Tempered glass Medium
HBGC4P-EUH-DE 14,250 150 95 P66 100 - 277V AC 5650K (cool white) Tempered glass Medium
HB1C4N-EUH-DE 11,000 140 79 P66 100 - 277V AC 5650K (cool white) Acrylic Medium
HB5C4N-EUH-DE 10,750 138 78 IP66 100 - 277VAC  5650K (cool white) Acrylic Medium
HBOC4M-EUH-DE 10,500 140 75 P66 100 - 277V AC 5650K (cool white) Polycarbonate Medium
HB2C4M-EUH-DE 10,000 138 72 P66 100 - 277V AC 5650K (cool white) Polycarbonate Medium

All values typical unless otherwise stated, lumen values are typical (tolerance +/- 10%)

Res S
Datasheet: www.dialight.com/Assets/Brochures_And_Catalogs/lllumination/ MDEXHBVDEEUQO1.pdf e Case Studies, IES Files, LM79 Reports: www.dialight.com
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DuroSite Industrial Application| High Bay

DuroSite® LED High Bay

J e |ncluded as standard == e 304 Stainless Steel — e 316 Stainless Steel
r} \ forward Throw Bracket % Adjustable Locking Bracket

J | ' ﬂfﬁg}}}?{ * 304 Stainless Steel

Adjustable Locking Bracket

e Aluminium Swivel e | ED High Bay textured e Glare Shield- Grey (RAL7001)
. = Bracket dome lens powder coated spun
§ , aluminum (interior use only,

e Stainless Steel Swivel for use with flat lens options)

Bracket e | ED High Bay
sacrificial dome lens

e | ED High Bay textured
flat lens

e | ED High Bay
sacrfficial flat lens

www.dialight.com 29




DuroSite
DuroSite® LED Low Bay

Industrial Application| Low Bay

L70 >100,000 hours @ 25°C ambient

CE
abhl g

"1 _!*h P66

#‘— . K10

Syr full performance warranty

Fixture weight: 8.2 kg (18 lbs) Voltage options: 100 - 277V AC Housing:  Copper free aluminium
Hook or swivel Operating temp:  -40°C to +65°C Lens: Polycarbonate
Mounting: bracket (supplied
separately) Power factor: >0.9 CRI: 75
THD: <20% CCT: 5000K (cool white)
Fixing: Factory installed 3 ENG1000-4-5
: meter PVC cable ion: - i
r Surge protection: 1KV line to line, 2 KV line to ground 4500K (neutral white)
Warranty L-70 6,000 80 75 6m and lower
Dialight Low Bay 3,800 45 84
Metal Halide 1 15,000
High Pressure Sodium 1 20,000
377,
®
25.98

Datasheet: www.dialight.com/Assets/Brochures_And_Catalogs/lllumination/MDEXLBXEUOO1.pdf « Case Studies, IES Files, LM79 Reports: www.dialight.com
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Circular

Dimension are in mm

www.dialight.com



DuroSite

Industrial Application| Low Bay

DuroSite® LED Low Bay

Ordering Information and Mounting Accessories

Initial Colour Light
Part Number Fixture Wattage | Lm/W Voltage Temperature Lens . .g :
Distribution
Lumens (CCT)

LBW1C1D-EUH 6,000 80 75 100 - 277V AC  5000K (cool white)
LBW1B1D-EUH 4,800 80 60 100 - 277V AC ~ 5000K (cool white)
LBW1C1A-EUH 3,800 48 84 100 - 277V AC  5000K (cool white)
All values typical unless otherwise stated, lumen values are typical (tolerance +
Hook HBXW3

e Aluminium Swivel
Bracket

HBXW3-SS

e Stainless Steel Swivel
Bracket

e |ncluded as standard

www.dialight.com

Diffused dome polycarbonate Circular 70
Diffused dome polycarbonate Circular 80

Diffused dome polycarbonate Circular 70

HBXW3-SSL-316

e 316 Stainless Steel
Adjustable Locking Bracket

HBXW3-SSL-304

e 304 Stainless Steel
Adjustable LLocking Bracket

31




DuroSite

DuroSite® LED Floodlight

Fixture weight:

13,500 - 15,000 Im:
10,750 - 11,500 Im:

Shipping weight:

13,500 - 15,000 Im:
10,750 - 11,500 Im:

Mounting:

Entry:

343 |

Beam Angle = 27°

Voltage options:
14 kg (30 lbs)

Operating temp:
12 kg (27 lbs)

Power factor:

16.5 kg (34 Ibs)

14 kg (31 Ibs)

304 Stainless Steel
Trunnion mounting
bracket included

(2) M20 cable entries

THD:

343 | "

438

]
g

269 ) - =76

Dimension are in mm

Surge protection:

Beam Angle = 26°

Industrial Application | Floodlight

.70 >100,000 hours @ 25°C ambient
CE
|P66/67

10yr full performance warranty

100 - 277V AC Housing:  Die cast aluminium
-40°C to +65°C Lens: Tempered glass
>0.9 CRI: 75
<20% CCT: 5000K (cool white)
EN 61000-4-5
6KV line-to-line, 6kV line-to-ground
15,000 130 115 156m
14,750 130 113
14,5600 140 104
13,5600 140 96
11,600 109 105
11,250 109 103
11,000 109 101
10,750 109 96 \
10,500 109 % '
Warranty L-70
Dialight Floodlight
Metal Halide 1 15,000
High Pressure Sodium 1 20,000
| 1S
ey, o
.?' | ¥

Beam Angle = 45°

.

Beam Angle = 12°

Datasheet: www.dialight.com/Assets/Brochures_And_Catalogs/lllumination/MDTEXDSFLEUX001.pdf © Case Studies, IES Files, LM79 Reports: www.dialight.com
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DuroSite
DuroSite® LED Floodlight

Ordering Information and Mounting Accessories

Industrial Application| Floodlight

Initial Fixture P Solour Beam Field
FLE466MC4ANG 15,000 130 115 IP66/67 100 - 277V AC  5000K (cool white) ~ Tempered glass 1156°
FLE476MCANG 14,750 130 113 IP66/67 100 - 277V AC  5000K (cool white) ~ Tempered glass ~ 105°x 70°  140° x 1156°
FLE467MCANG 14,750 130 113 IP66/67 100 - 277V AC  5000K (cool white) ~ Tempered glass 70°x 106° 115°x 140°
FLE455MCANG 14,500 140 104 IPE6/67 100 - 277V AC  5000K (cool white) ~ Tempered glass 27° 93°
FLE444MCANG 14,500 140 104 IPE6/67 100 - 277V AC  5000K (cool white) ~ Tempered glass 26° 52°
FLE422MCANG 13,500 140 96 IP66/67 100 - 277V AC  5000K (cool white)  Tempered glass 12° 23°
FLE276MC2NG 11,600 109 105 IP66/67 100 - 277V AC  5000K (cool white) ~ Tempered glass 45° 1156°
FLE267MC2NG 11,500 109 105 IP66/67 100 - 277V AC  5000K (cool white) ~ Tempered glass ~ 105°x 70°  140° x 1156°
FLE266MC2NG 11,250 109 103 IP66/67 100 - 277V AC  5000K (cool white) ~ Tempered glass ~ 70° x 105°  115° x 140°
FLE255MC2NG 11,000 109 101 IPE6/67 100 - 277V AC  5000K (cool white) ~ Tempered glass 27° 93°
FLE244MC2NG 10,500 109 96 IPE6/67 100 - 277V AC  5000K (cool white) ~ Tempered glass 26° 52°
FLE222MC2NG 10,750 109 99 IP66/67 100 - 277V AC  5000K (cool white)  Tempered glass 12° 23°

cal unless otherwise state: typical (tolerance +/-

All values tyj d, lumen

WDOPR

FLX-1RAB-20DB FLX-2LBH-20DB FLX-3LBH-20DB  FLX-4LBH-20DB FLX-4LBH-20DB

* Right angle mounting « Bull horn for 2 lights, * Bull horn for 3 lights, * Bullhomfor 4 lightsin
bracket for 2-3/8” light 2-3/8" mount 26" 2-3/8" mount 26" star configuration, 2-3/8'

mount spacing spacing mount 26" spacing

e Bull horn for 4 lights,
2-3/8" mount 26"
spacing

FLX-4SPA-20DB
e |nternal tenon adaptor for 4” sqaure
pole top to 2-3/8" light mount

FLX-5SPA-20DB

e |nternal tenon adaptor for 5” sgaure
pole top to 2-3/8" light mount

FLX-6SPA-20DB

e |nternal tenon adaptor for 6” sgaure
pole top to 2-3/8" light mount

FLX-2RSR-20DB FLX-3RSR-20DB

* Round Square Round
Bracket for 3 lights 2-3/8”
mount 26" spacing

FLX-4RSR-20DB

* Round Square Round
Bracket for 4 lights 2-3/8”
mount 26" spacing

FLX-3RPA-20DB
e Reducer for 3" OD round pole
top for 2-3/8" light mount

FLX-4RPA-20DB

e Reducer for 4” OD round pole
top for 2-3/8" light mount

e Round Sguare Round
Bracket for 2 lights 2-3/8”
mount 26" spacing

HZXSAFECBLS
e Safety Cable Kit

FLX-1TPT-20DB

e Tenon Pole Topper,
2-3/8" Mount

www.dialight.com 33




D u rOS |te Industrial Application| Linear

DuroSite® LED Linear - Low Profile
for Industrial Applications

Ratings and Certifications
e .70 >100,000 hours @ 25°C ambient
* CE
* |P66/67

e Byr full performance warranty

Mechanical Information Specifications

B6kg (13 1bs) - 1.2 m (4 Voltage options: 100 - 277V AC Housing:  Powder coated aluminium

Fixture weight: 5 kg (10 Ibs) - 0.6 m (2)

Operating temp:  -40°C to +65°C Lens: Polycarbonate
Shipping weight: ;)Okg%(;%gf ) 0162mn22(4)1) Power factor: >0.9 CRI: 75
(4) M25 ‘openings THD: <20% CCT: 5000K (cool white)

Surge protection:

pracket - LPXW4 4 kV line to line, 4 kV line to ground

Comparison Lumens Wattage Im/W Mounting Heights
Warranty L-70 7,250 66 110 6m
Dialight Linear 100,00(
Fluorescent 1 24,000 ¢
3,300 33 100 3m
Dimensions Optical Pattern
- 1214.4 .
1A I | |
1.2m Fixture
g 604.80 -
[ | - -
= | B e .
120.65 0.6m Fixture
Dimension are in mm Medium Pattern

Mounting Options

Side Mount - LPXW4 (included) Top Mount - LPXW4 (included)

1esources
Datasheet: www.dialight.com/Assets/Brochures_And_Catalogs/lllumination/MDTDLINEUX0O01.pdf  Case Studies, |ES Files, LM79 Reports: www.dialight.com/Document/Index/712
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D u I’OS |te Industrial Application| Linear

DuroSite® LED Linear - Low Profile
Ordering Information and Mounting Accessories

Initial Fixture Colour nght

LPESC4D2P 2' (0.6m) 3,600 109 IP66/67 100-277V AC  5000K (cool white) Clear Medium
|LPE3C4AM2P 4' (1.2m) 7,250 66 110 IPe6/67 100-277V AC  5000K (cool white) Clear Medium
LPE3C4B2D 2" (0.6m) 3,400 &3 103 IP66/67 100-277V AC  B000OK (cool white)  Textured Medium
LPE3C4H2D 4’ (1.2m) 6,900 66 100 IPe6/67 100-277V AC  5000K (cool white) — Textured Medium
LPESC4B2W 2" (0.6m) 3,300 3 100 IP66/67 100-277V AC  B00OK (cool white)  Diffused Medium
LPESC4AH2W 4' (1.2m) 6,700 66 102 IP66/67 100-277V AC  5000K (cool white)  Diffused Medium

All values typical unless otherwise stated, lumen values are typical (tolerance +/- 10%)

*Part numbers listed in the above table are cool white. For neutral white model replace the 5th character with N. Ex. LPE3C4D2P becomes LPESN4D2P. Deduct 8% from lumen values when specifying neutral.

LPXW4LP LPXW4 (included)

e Low profile mounting e Mounting bracket, can be
bracket, can be angled at angled at 0°, 30°, 45°, 60°,
0°and 15° & 90°

LTXENDCAPKIT

e (Chain mount and
secondary retention
bracket

LTXSAFEKIT

e Safety cable kit for
secondary retention
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DuroSite

DuroSite® LED Stainless Steel Linear

Fixture weight:

Shipping weight:

Mounting:

Cable Entry:

Dialight Linear
Fluorescent

1308mm - 11.4 kg (25.1lbs)
708mm - 6.5 kg (15 Ibs)

1450mm - 14.2 kg (31 lbs)
850mm - 8.8 kg (20 Ibs)

1308mm - 14.2 kg (31.3Ibs)
708mm - 9.1 kg (20 lbs)

1450mm - 17.2 kg (38 Ibs)
850mm - 11 kg (25 lbs)

(2) M8 fixing points

2 x M20 cable entries at both ends,
through wired as standard. Consult

factory for other options

Warranty

400/700mm

67W Version 1308mm
34W Version 708mm

[

Industrial Application| Linear

70 >100,000 hours @ 25°C ambient

CE
IPe6/67
IKO9

Syr full performance warranty

Voltage 100 - 277V AC Housing: 316 Marine grade stainless steel
options: 230 / 240V AC e High impact resistant
: polycarbonate
. -20°C to +60°C CRI: 70
Operating
temp: -20°C 0 +60°C  CCT: 5,000K (cool white)
Power ~0.9 Surge EN 61000-4-5
factor: ' protection: 1 KkVline to line, 2 KV line to ground
Battery: 3.6V 10Ah NIMH Duration: > 180 minutes
Expected
life: 4 years
L-70 5,100 67 Bm
24,000 2,600 34 3m
A e
850/1450mm
400/700mm .
170 i 8 76
R e l<] -] e 170\ [%

Circular Pattern

Dimension are in mm

Datasheet: www.dialight.com/Assets/Brochures_And_Catalogs/lllumination/MDTFSFSHZLDSEUX001.pdf » Case Studies, [ES Files, LM79 Reports: ww.dialight.com/Document/Index/712
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DuroSite

Industrial Application| Linear

DuroSite® LED Stainless Steel Linear
Ordering Information and Mounting Accessories

Initial
Fixture
Lumens

5,100
2,600

Part Number

EL-1C3R-SSCB
EL-1C3M-SSCB

ELE-2C4R-SSCB 271

ELE-2C4M-SSCB

alues typical unless otherwise

5.100

2,600 271

Wall Mount Bracket 30°

i el

Fll:

| —| g

Pole Clamp

ELXCMBSS

e 316 Marine Grade
stainless steel ceiling
mount kit

ELXEYESS

e 316 Marine Grade
stainless steel eyelet kit

www.dialight.com

Emergency
Mode Wattage | Lm/W | IP Rating Voltage
Lumens

67 76

> stated, lumen values are

IPe6/67
IPe6/67

100-277V AC
100-277V AC

34 76

Emergency Models

Temperature

5000K (cool white)
5000K (cool white)

Wall Mount Bracket 60°

Colour Light

(ccm Distribution

Lens

Polycarbonate

Circular

Polycarbonate Circular

70 73 IP66/67 230/ 240V AC  5000K (cool white)  Polycarbonate Circular
85 74 IPe6/67 230/ 240V AC  5000K (cool white) Polycarbonate Circular
typical (tolerance +/- 10%)
Mounting Options
ﬁ == =* T % — & 1 n
M I " P -
Al AE ]' == 1 === g | L - la _,h
T uf:"} £= .'!‘_‘.::.‘h : e = 3

!I!_:

B —

et E {-‘: -

b ——

Celling Mount

ELXPCSS42

e 40 - 45mm range 316
Marine Grade stainless
steel pole clamp

ELXPCSS47

e A7 - 51mm range 316
Marine Grade stainless
steel pole clamp

ELXPCSS54

e 54F - 57mm range 316
Marine Grade stainless
steel pole clamp

ELXPCSS59

e 590 - 62mm range 316
Marine Grade stainless

steel pole clamp

Eyelet

Standard Dimensions

ELXWMBSS30

e 30° 316 Marine Grade
stainless steel wall
mount kit

ELXWMBSS45

e 45° 316 Marine Grade
stainless steel wall
mount kit

ELXWMBSS60

e 60° 316 Marine
Grade stainless
steel wall mount kit
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DU FOSIte Industrial Application| Area Light

DuroSite® LED Conveyor Light

.70 >100,000 hours @ 25°C ambient
CE
P66

Syr full performance warranty

Fixture weight:  7.7kg (17.1lbs) Voltage options: 100 - 277V AC Housing:  Powder coated aluminium
Shipping weight: 9.5kg (211bs) Operating temp:  -40°C to +65°C Lens: Polycarbonate
iy o 34mm Slip-fit stanchion Power factor: >0.9 CRI: 75
ounting:
mount
THD: <20% CCT: 5000K (cool white)
Cabling: Junction box with terminal
9: block (0.50 - 4.0mm?) Surge protection: 1 kV line to line, 2 kV line to ground
Warranty L-70 4,200 58 72 6m and lower
Dialight Conveyor Light
High Pressure Sodium 1 24,000
Metal Halide 1 15,000

Dimension are in mm Narrow

34 mm Slip-Fit Stanchion Mount Junction Box

Datasheet: www.dialight.com/Assets/Brochures_And_Catalogs/lllumination/MDTDSCLX001.pdf e Case Studies, IES Files, LM79 Reports: www.dialight.com/Document/Index/710
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DuroSite Industrial Application | Area Light

DuroSite® LED Conveyor Light

Ordering Information and Mounting Accessories

Initial Fixture Colour Temperature
Part Number Wattage IP Rating Voltage (CCT) Light Distribution

STWYC2N-CV34 4,200 P66 100 - 277V AC  5000K (cool white) Polycarbonate Narrow
al unless otherwise stated, lumen values are typic
Spacing Table
4,200Im Fixture light levels:  4,200Im Fixture light levels:  4,200lm Fixture light levels:
Mounting Height - 3m Moeriing Hesght - 3m Meunting Height - 3m
Spacing - 7m Spacing - 9m Spocing - 13m
Averoge Iuminonce - Bo.4 ux AVESODE IBIMINONCE - &7 Ara0e Burminancd - 50
' Ligh koss foctor - 0.85 » Lighit loss focioe - 0UBS & Light koss Bochor - 0.85 » &
Mounting Options Conveyor Light Spacing

Dialight Luminaire
Conveyor Light
Wall Mount with

Pole adaptor

am
Installed
Height

www.dialight.com 39




DU I’OSi’[e Industrial Application| Area Light

DuroSite® LED Area Light

.70 >100,000 hours @ 25°C ambient

\
Il e

! P66
] .. ;‘t Syr full performance warranty
115 S i
|
S
Fixture weight: 5.22 kg (11.5 Ibs) Voltage options: 100 - 277V AC Lens: Polycarbonate
L . Operating temp: -40°C to +65°C CRI: 3
Shipping weight: 6.12 kg (13.5 Ibs)
o ‘ Power factor: >0.9 CCT: 5000K (cool white)
L Aluminium mounting bracket
Mounting: ided
[AOHRIS THD: <20% 4000K (neutral white)
. Factory installed 3 meter 3 core — - — "
Cabling: Housing: Powder coated aluminium Optics: 180° Forward throw
PVC cable
360° Circular pattern
. EN 61000-4-5
Surge protection: 1 kV line to line, 2 kV line to ground
Warranty L-70 7,000 63 103 6m
Dialight Area Light 6,000 58 1083
Metal Halide 1 15,000 2809 mil 108
High Pressure Sodium 1 20,000 £ty 47 10
(
e L =odl ' 4,000 38 105
2,200 21 105
™ 270 -~

Dimension are in mm 360° 180° Light distribution at 45°

Datashest: http:/Awvww.dialight.com/Assets/Brochures_And_Catalogs/lllumination/MDTFSTWALEUX0011.pdf e Case Studies, IES Files, LM79 Reports: www.dialight.com/Document/Index/710
40 www.dialight.com



DuroSite Industrial Application | Area Light

DuroSite® LED Area Light

Ordering Information and Mounting Accessories

Initial Fixture Colour Temperature
Part Number IP Rating Voltage (cCT) Light Distribution

STWFC2N-EU 7,000 101 P66 100 - 277V AC  5000K (cool white) Polycarbonate 360°
STWEC2N-EU 7,000 69 101 P66 100 - 277VAC  5000K (cool white) Polycarbonate 180°
STWOC2N-EU 6,000 58 103 IP66 100 - 277V AC  5000K (cool white) Polycarbonate 360°
STW8BC2N-EU 6,000 58 103 P66 100 - 277V AC  5000K (cool white) Polycarbonate 180°
STW5C2N-EU 5,000 47 106 P66 100 - 277V AC  5000K (cool white) Polycarbonate 360°
STW4C2N-EU 4,700 47 100 IP66 100 - 277V AC  5000K (cool white) Polycarbonate 180°
STW3C2N-EU 4,000 38 105 P66 100 - 277VAC  5000K (cool white) Polycarbonate 360°
STW2C2N-EU 4,000 38 105 P66 100 - 277V AC  5000K (cool white) Polycarbonate 180°
STW1C1IN-EU 2,200 21 105 P66 100 - 277V AC  5000K (cool white) Polycarbonate 360°
STWOC2N-EU 2,200 21 105 P66 100 - 277VAC  5000K (cool white) Polycarbonate 180°

es typical unless otherwise stated, lumen values are typical (tolerance 0%
"Part numbers listed in the above table are cool white. For neutral white models, replace the 5th character with N. EX. STW5C2N-EU becomes STW5N2N-EU

HZXW7 HZXW8
e Aluminium bracket with mounting e Aluminium bracket with pipe clamp
hardware and mounting hardware
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DuroSite Industrial Application | Wallpack/Bulkhead

DuroSite® LED Wallpack / Bulkhead

CE

IP66 / 67

Amber models available
Green models available

Emergency models available

Syr full performance warranty

Fixture weight: Voltage options: Housing: Copper free aluminium
Power factor: >0.9
11W & 22W: 4.70 kg (10.3 Ibs) 11W & 22W: 100-277V AC, or 24-48V DC THD: <20%
34W: 4.85kg (107 Ibs) 34W: 100-277V AC Lens: High Impact resistant glass
Clear glass or frosted glass
13W & 24W: 90-132V AC or 207 - 264V AC CRI: 70
13W & 24W: 4.70kg (10.3 Ibs) 36W: 207 - 264V AC CCT: 5,650K (cool white)
34W: 4.85 kg (10.7 lbs) Operating temp: 4,300K (neutral white)
Cable Entry: AH‘ cable entries are _ . .
driled and tapped 11W & 22W: -40°C to +60°C Battery
34W: -40°C to +50°C 13W & 24W: 3.6V 4Ah NiIMH
34W: 3.6V 10Ah NiIMH
13W & 24W: -0°C to +50°C Expected Battery Life: 4 years
34W: -0°C to +40°C Battery Duration: ~180 Minutes @ lowest

rated temperature

Surge EN 61000-4-5
protection: 1 kV line to line, 2 KV line to ground
Warranty L-70
Dialight Bulkhead 2,250 34 66 6m
Metal Halide 1 15,000 2,150 34 63
High Pressure Sodium 1 20,000 1.200 20 55 1
Fluorescent 1 24,000 éOO 11 55 am
2,250 36 62 em
2,150 36 60
1,200 24 50 I
600 13 46 3m

Datashest: www.dialight.com/Assets/Brochures_And_Catalogs/lllumination/MDEXWPBHEUX0O1.pdf ¢ Case Studies, IES Files, LM79 Reports: www.dialight.com/Document/Index/709
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DuroSite

Industrial Application| Wallpack/Bulkhead

DuroSite® LED Wallpack / Bulkhead

Ordering Information and Mounting Accessories

Part Number

Initial
Fixture
Lumens

Light
Distribution

Wattage IP Rating Voltage Colour;rce(r:n_lf;erature

Standard ModelS- 100 - 277V AC

WP-2C3L-NLGC 2,250 34 66 |Pe6/67 100 - 277V AC 5,650K (cool white) Clear Glass Narrow
WP-4C3L-NLGC 2,250 34 66 IP66/67 100 - 277V AC  5,650K (cool white) Clear Glass ~ Oval (35° X 565°)
WP-5C3L-NLGC 2,150 34 63 IP66/67 100 - 277V AC  5,650K (cool white) Clear Glass  Oval (65° X 35°)
WP-2C3H-NLGC 1,200 22 66 |Pe6/67 100 - 277V AC 5,650K (cool white) Clear Glass Narrow
WP-4C3H-NLGC 1,200 22 56 |Pe6/67 100 - 277V AC 5,650K (cool white) Clear Glass Oval (35° X 55°)
WP-5C3H-NLGC 1,200 22 55 IP66/67 100 - 277V AC 5,650K (cool white) Clear Glass ~ Oval (65° X 35°)
WP-2C3C-NLGC 600 11 85 IP66/67 100 - 277V AC 5,650K (cool white) Clear Glass Narrow
WP-4C3C-NLGC 600 11 66 |Pe6/67 100 - 277V AC 5,650K (cool white) Clear Glass Oval (35° X 55°)
WP-5C3C-NLGC 600 11 &5 IP66/67 100 - 277V AC 5,650K (cool white) Clear Glass ~ Oval (65° X 35°)
Standard Models - 24 - 48V DC
WP-4C2H-NLGC 1,200 22 66 |Pe6/67 24 - 48V DC 5,650K (cool white) Clear Glass Oval (35° X 55°)
Emergency Models - 207- 264V DC
WE-2C4L-NLGC 2,250 36 62 IP66/67 207 - 264V AC 5,650K (cool white) Clear Glass Narrow
WE-4C4L-NLGC 2,250 36 62 IP66/67 207 - 264V AC  5,650K (cool white) Clear Glass  Oval (35° X 55°)
WE-5C4L-NLGC 2,150 36 60 IPe6/67 207 - 264V AC  5,650K (cool white) Clear Glass ~ Oval (65° X 35°)
WE-2C4H-NLGC 1,200 24 55 IP66/67 207 - 264V AC 5,650K (cool white) Clear Glass Narrow
WE-4C4H-NLGC 1,200 24 50 IP66/67 207 - 264V AC  5,650K (cool white) Clear Glass ~ Oval (35° X 55°)
WE-5C4H-NLGC 1,200 24 50 IP66/67 207 - 264V AC  5,650K (cool white) Clear Glass  Oval (65° X 35°)
WE-2C4C-NLGC 600 118 50 |Pe6/67 207 - 264V AC 5,650K (cool white) Clear Glass Narrow
WE-4C4C-NLGC 600 13 46 IP66/67 207 - 264V AC  5,650K (cool white) Clear Glass  Oval (35° X 65°)
WE-5C4C-NLGC 600 18 46 IP66/67 207 - 264V AC  5,650K (cool white) Clear Glass  Oval (65° X 35°)
Emergency Models - 90 - 132V AC
WE-2C5H-NLGC 1,200 24 &5 IP66/67 90 -132V AC 5,650K (cool white) Clear Glass Narrow
WE-4C5H-NLGC 1,200 24 50 IP66/67 90 -132V AC 5,650K (cool white) Clear Glass  Oval (35° X 55°)
WE-5C5H-NLGC 1,200 24 50 IP66/67 90 -132V AC 5,650K (cool white) Clear Glass ~ Oval (65° X 35°)
WE-2C5C-NLGC 600 118 46 |Pe6/67 90 -132V AC 5,650K (cool white) Clear Glass Narrow
WE-4C5C-NLGC 600 13 46 IP66/67 90 -132V AC 5,650K (cool white) Clear Glass  Oval (35° X 565°)
WE-5C5C-NLGC 600 18 46 IP66/67 90 -132V AC 5,650K (cool white) Clear Glass  Oval (65° X 35°)
Amber Models - 207 - 264V AC
WP-2A3L-NLGC 34 IP66/67 100 - 277V AC Amber Clear Glass Narrow
WP-4A3L-NLGC 34 IP66/67 100 - 277V AC Amber Clear Glass  Oval (35° X 55°)
WP-5A3L-NLGC 34 IP66/67 100 - 277V AC Amber Clear Glass  Oval (65° X 35°)
WP-2A3H-NLGC 22 IP66/67 100 - 277V AC Amber Clear Glass Narrow
WP-4A3H-NLGC 22 IP66/67 100 - 277V AC Amber Clear Glass ~ Oval (35° X 65°)
WP-5A3H-NLGC 22 IP66/67 100 - 277V AC Amber Clear Glass ~ Oval (65° X 35°)
WP-2A3C-NLGC 11 IP66/67 100 - 277V AC Amber Clear Glass Narrow
WP-4A3C-NLGC 11 IP66/67 100 - 277V AC Amber Clear Glass  Oval (35° X 55°)
WP-5A3C-NLGC 11 IP66/67 100 - 277V AC Amber Clear Glass  Oval (65° X 35°)
Emergency Shower Safe Models - 90 - 132V AC
WE-OG4H-NLGD _ _ 230/ 240V AC Green Polycarbonate

P66

1 values are tyr tolerance

All values typical unless othern
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DuroSite Industrial Application| Wallpack/Bulkhead

DuroSite® LED Wallpack / Bulkhead

for Industrial Applications

Dimensions
ke 336.05 ik —Mounting By 4 Off @ 8 Holes
I
P Er— e -'r. i
I -
109.5 99 5‘?—1&3 ,‘___,._| Mounting Hole
B L _j' ok Spacing 170
| | &&= E‘n E==—="
¢ L__External Earth Point
L2 - Off M20 Cable Entries JI
Dimension are in mm
Standard Option Option “E” Option “R” Option “H”
2 entries one side 2 entries one side, 1 entry opposite  Rear entry point, add 2 entries one side, 2 entries opposite side,
side, add E to the end of the order R to the end of the and 1 entry in the rear
code order code add H to the end of the order code
=

II
/1]
\ T\
/|

Narrow

Datasheet: www.dialight.com/Assets/Brochures_And_Catalogs/lllumination/MDEXWPBHEUX001.pdf  Case Studies, IES Files, LM79 Reports: www.dialight.com/Document/Index/709
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DuroSite

DuroSite® LED Wallpack / Bulkhead

i - r; °

www.dialight.com

a

Stainless steel
adjustable bracket

e Stanchion mount bsp
900

e Stanchion mount npt
900

Stanchion mount bsp °
850

Pipe and flush bracket

Stanchion mount npt
850

Stanchion mount 85D
34mm BORE

Stanchion mount 85D
38mm BORE

Replacement battery kit -
(4Ah 3.6 battery module)

Replacement battery kit -
(10Ah 3.6 battery module)

www.dialight.com

Industrial Application| Wallpack/Bulkhead

&

e Stanchion mount bsp
250

e Stanchion mount npt
250

e Recessed housing

45




SafeSite

Hazardous Application| High Bay

SafeSite® LED High Bay

for Hazardous Applications

* CE
* P66
¢ |70 >100,000 hours @ 25°C ambient
* K05
on every model. Ples
Mechanical Information Specifications
Fixture weight: Volt tions: 100 - 277V AC Housing:
0.500 - 14.500 Im: 13.6 kg (30 Ibs) with fixed cable oltage options: i ousing:
’ o m: 15.1kg (33lbs) with junction box
_ Stimup mounting bracket Operating temp:  -40°C to +60°C Lens:
Mounting: .
included
Power factor: >0.9 CRI:
Factory installed 3 meter
SWB cable or factory fitted
Wiring options :  junction terminal box with THD: <20% CCT:
2 off M20 x 1.5mm or 2 off
M25 x 1.5mm cable entries EN 61000-4-5

Surge protection 1 kV line to line, 2 kV line to ground

Ratings and Certifications

* Byr full performance warranty
* ATEX/ IECEX Zone 1, 21
° ATEX/ IECEx Zone 2, 22

0 product part number pages for

Copper free aluminium

Toughened glass (optional
fragment retention film available)

70

14,500im: 5,000K
9,500 - 11,000Im: 6,000K

Comparison Lumens Watitage Im/W Mounting Heights
Warranty L-70 T-Rating 14,500 172 82 15m
Dialight Linear 5/ 10yr >100,000 15 11,000 161 73 ¢
Metal Halide 1 15,000 T2 9,500 160 63 5m
High Pressure Sodium 1 20,000 T2A
Dimensions
Sl s\ iy

S
i,

17475

Dimension are in mm [inches]

SRR
X
I‘;:"-"""‘ i I‘;!l\\‘\
ffj‘.l“ b 65.28
YTV ' 471.58
Light Distribution Pattern Mounting Options
" .
# ” \‘
/ \ 161 ’
[ \ t
v N T T T OCII o Ol I I T Iy
[ o 413
, . e
- N T
Circular Pattemn Junction Box
Resources
Datasheet: www.dialight.com/Assets/Brochures_And_Catalogs/lllumination/MDTFSFSTHBEUOO1.pdf ¢ Case Studies, IES Files, LM79 Reports: www.dialight.com
46
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SafeSite Hazardous Application| High Bay

SafeSite® LED High Bay

Ordering Information and Mounting Accessories

Hydrogen | M8l | quoical | Maximum P SolouE Light
Part Number ydrog Fixture yp Lm/W : Voltage Temperature Lens _-lont.
Environments P — Wattage | Wattage Rating (ccT Distribution

Standard Models

HBA9CMP 14,500 172W 195W 81 P66 100 - 277V AC 5000K (cool white)  Toughened glass Circular
HBAQC4P 11,000 161W 166W 73 P66 100 - 277V AC 5000K (cool white)  Toughened glass Circular
HBA9C4M 9,500 150W 166W 63 P66 100 - 277V AC 5000K (cool white)  Toughened glass Circular
HBHIC4M o 9,500 150W 165W 63 P66 100 - 277V AC 5000K (cool white)  Toughened glass Circular
HBHIOCAM-SS ° 9,500 160W 166W 63 P66 100 - 277V AC 5000K (cool white)  Toughened glass Circular
Junction Box Models

HBJAICMP 14,500 172W 195W 73 P66 100 - 277V AC 5000K (cool white)  Toughened glass Circular
HBJA9CAP 11,000 161W 166W 73 P66 100 - 277V AC 5000K (cool white)  Toughened glass Circular
HBJA9C4AM 9,500 150W 165W 63 P66 100 - 277V AC 5000K (cool white)  Toughened glass Circular
HBJHOC4AM o 9,500 150W 166W 63 P66 100 - 277V AC 5000K (cool white)  Toughened glass Circular

All values typical unless otherwise stated, lumen values are typical (tolerance +/- 10%)

HBXW3 (Included) HBXSBDK HBXSBK
e Aluminium Swivel e | ED High Bay sand e |ED High Bay sand
Bracket pblast kit (dome lens) plast kit (flat lens)
HBXW3-SS
e Stainless Steel Swivel HBXSBDL HEXSBL
5 ‘ v o LED High Bay sacrifical o LED High Bay sacrificiel
racket flat lens
dome lens
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SafeSite

Hazardous Application | Linear

SafeSite® LED Stainless Steel Linear
for Hazardous Applications

Ratings and Certifications
° ATEX/ IECEx Zones 1, 21
* ATEX/ IECEx Zones 2, 22
* |P66 / 67
* [KO9
* RoHS compliant
 b5yr full performance warranty
“All fe fe

le on every model. Plez

r to product part number pages for

Mechanical Information Specifications
Standard: ‘ . ‘ :
Standard: 100 - 277V AC Housing: 316 Marine grade stainless steel
1308mm - 11.4 kg (25.11bs) Voltage o 9 re o '
Fixture weight: 708mm -6.5kg (15 1bs) options: o ooy 100 - 277VAC  Lens: High impact resistant polycarbonate
Emergency:
1308mm - 11.4 kg (25.11bs) . Standard: -20°C to +60°C CRI: 75
708mm - 6.5 kg (15 Ibs) ?perf"t'"g
Standard: emp: Emergency: -20°C to +60°C ~ CCT: 5000K (cool white)
1308mm - 14.2 kg (31.31bs) Power g Surge EN 61000-4-5
i e i 708mm - 9.1 kg (20 lbs) factor: ' protection: 1 kV line to line, 2 KV line to ground
SEieEc Emergency Models
1308mm - 11.4 kg (25.1lbs)
[ - 8% kgl {19 o) Battery: 3.6V 10Ah NiMH Duration: > 180 minutes
Mounting: (2) M8 fixing points Expected
: - 4 years
2 x M20 cable entries at both ends,  life:
Cable Entry: through wired as standard. Consult
factory for other options
Comparison Lumens Watitage Im/W Mounting Heights
Warranty L-70 T-Rating 5,100 64 81 6m
Dialight Linear Byr 100,000 T5 t
Fluorescent 1 24,000 T3 2,600 32 81 3m
Standard Model Dimensions Emergency Model Dimensions
I 400/700mm : )
i.. =3 - £ | 1 ‘
4 3 1 g - i
- 850/1450mm ) 0000 - o
67W Version 1308mm iIF: T - - ] il | (.
34W Veersion 708mm 170 : : 1 ]t @\
] .+ 70([% ||
i e I B B H | @ j
| — . . u 4\
Dimension are in mm
Light Distribution Pattern
Tt \-:-x.:-_: I l
1 7 . 4 ..' _,-”-. :'.. _.-.
1 \ j\/>‘"~ 7 |
1 ":. )"
J =l oy
-‘.1. ., 4 V4 H?”.
o L .t
Circular Pattern
Resources

Datasheet: www.dialight.com/Assets/Brochures_And_Catalogs/lllumination/_MDTFSFSHZLSSEUX001.pdf © Case Studies, IES Files, LM79 Reports: www.dialight.com/Document/Index/712
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SafeSite

Hazardous Application | Linear

SafeSite® LED Stainless Steel Linear
Ordering Information and Mounting Accessories

Initial Emergency P Colour Light
Part Number Fixrue Mode Wattage Lm/W Voltage Temperature Lens ot
Rating Distribution
Lumens Lumens (CCT)

ELA-1C3R-SSCB 5,100 81 IPe6/67 110 - 250V AC  5000K (cool white)  Polycarbonate Circular
ELA-1C3M-SSCB 2,600

34 81 IP66/67 110 - 250V AC  5000K (cool white)  Polycarbonate Circular

Emergency Models
ELEA-2C4R-SSCB 5,100 271 70 81 IP66/67 230/ 240V AC  5000K (cool white)  Polycarbonate Circular
ELEA-2C4M-SSCB 2,800 271 89 81 IPe6/67 230/ 240V AC  5000K (cool white)  Polycarbonate Circular

All values typical unless otherwise stated, lumen values are typical (tolerance +/- 10%)

Mounting Options .
—f S — % i
ot OO0 O ‘el

e v 2

Wall Mount Bracket 45°

-
i
.
o
!I
-
d
.
!

Pole Clamp Ceiling Mount

ELXCMBSS

e 316 Marine Grade
stainless steel ceiling
mount kit

ELXEYESS

e 316 Marine Grade
stainless steel eyelet kit

www.dialight.com

Eyelet Standard Dimensions

ELXPCSS42

e 40 - 45mm range 316
Marine Grade stainless
steel pole clamp

ELXPCSS47

e A7 - 51mm range 316
Marine Grade stainless
steel pole clamp

ELXPCSS54

e 54 - 5/mm range 316
Marine Grade stainless
steel pole clamp

ELXPCSS59

e 5907 - 62mm range 316
Marine Grade stainless
steel pole clamp

ELXWMBSS30

e 30° 316 Marine Grade
stainless steel wall
mount kit

ELXWMBSS45

e 45° 316 Marine Grade
stainless steel wall
mount kit

ELXWMBSS60

e 60° 316 Marine
Grade stainless
steel wall mount kit
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SafeSite

Hazardous Application| Area Light

SafeSite® LED Area Light

for Hazardous Applications

Mechanical Information
Zone 1 - 9.53kg (21lb)

Fixture Zone 1 with Junction Box - 9.07kg (20Ib)
weight: Zone 2 - 7.5kg (16.51b)

Zone 2 with Junction Box - 7.67kg (16.91b)

Zone 1 - 10.43kg (23lb)
Shipping Zone 1 with Junction Box - 9.98kg (22Ib)
weight: Zone 2 - 8.16kg (18.51b)

Zone 2 with Junction Box - 8.57kg (18.91b))
Mounting: Supplied with stirrup mounting bracket
Cabling: {20 e e o

Comparison
Warranty L-70

Dialight Area Light Syr >100,000
Metal Halide 1 15,000
High Pressure Sodium 1 20,000

Resources:

Zone 1, 21

296

Voltage options:

Operating temp:
Power factor:

THD:

Surge protection:

T-Rating
5
T3
T2A

Zone 1, 21 with Junction Box

* ATEX/ IECEX Zones 1, 21

* |P66

Ratings and Certifications

* ATEX/IECEx Zones 2, 22

e |70 >100,000 hours @ 25°C ambient
* Amber models available
* Junction box models available

© Byr full performance warranty

Please refer to product part number pages for

Specifications

100 - 277V AC

-40°C to +65°C

>0.9

<20%

Lumens
7,500
6,500
5,600
3,300
2.500

1 kV line to line, 2 KV line to ground

Wattage
69
58
47
38
22

Housing: Copper free aluminium
Lens: Toughened glass
CRI: 75

CCT: 5000K (cool white)

4000K (neutral white)

Im/W Mounting Heights
109 em
112
117 I
92
114 3m

Zone 2, 22

Light Distribution Pattern

S

360°C light distribution

180°C light distribution

Zone 2, 22 with Junction Box

Dimension are in mm

Datasheet: www.dialight.com/Assets/Brochures_And_Catalogs/llumination/MDTFHZSALEUX001.pdf ¢ Case Studies, IES Files, LM79 Reports: www.dialight.com/Document/Index/710
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SafeSite

Hazardous Application| Area Light

SafeSite® LED Area Light

Ordering Information and Mounting Accessories

Initial

Fixture
Lumen

ﬂ

Colour
Temperature
(CCT)

IECEx / ATEX Zone 1, 21

Light
Distribution

HZA9C2N 6,000 &8 103 P66 100 - 277V AC 5000K (cool white)  Tempered glass 360°
HZABC2N 5,600 58 97 P66 100 - 277V AC 5000K (cool white)  Tempered glass 180°
HZASC2N 5,100 47 109 P66 100 - 277V AC 5000K (cool white)  Tempered glass 360°
HZA4C2N 4,600 47 98 IP66 100 - 277V AC 5000K (cool white)  Tempered glass 180°
HZA3C2N 4,000 38 105 P66 100 - 277V AC 5000K (cool white)  Tempered glass 360°
HZA2C2N 3,600 38 95 P66 100 - 277V AC 5000K (cool white)  Tempered glass 180°
HzA1C2N 2,200 22 100 P66 100 - 277V AC 5000K (cool white)  Tempered glass 360°
HZAOC2N 2,200 22 100 P66 100 - 277V AC 5000K (cool white)  Tempered glass 180°
IECEx / ATEX Zone 1, 21 - Junction Box
HZJA9C2N 6,000 58 103 P66 100 - 277V AC 5000K (cool white)  Tempered glass 360°
HZJABC2N 5,600 58 97 P66 100 - 277V AC 5000K (cool white)  Tempered glass 180° -
HZJA9C2N-2 12,000 116 103 P66 100 - 277V AC 5000K (cool white)  Tempered glass 360° 2
HZJABC2N-2 11,200 116 97 P66 100 - 277V AC 5000K (cool white)  Tempered glass 180° 2
HZJAQC2N-3 18,000 174 103 P66 100 - 277V AC 5000K (cool white)  Tempered glass 360° 8
HZJABC2N-3 16,800 174 97 P66 100 - 277V AC 5000K (cool white)  Tempered glass 180° 8
IECEx / ATEX Zone 2, 22
HZB1C2N 2,500 22 114 P66 100 - 277V AC 5000K (cool white)  Tempered glass 360°
HZBOC2N 2,000 22 91 P66 100 - 277V AC 5000K (cool white)  Tempered glass 180°
IECEx / ATEX Zone 2, 22 - Junction Box
HZJBFC2N 7,500 69 109 P66 100 - 277V AC 5000K (cool white)  Tempered glass 360°
HZJBEC2N 7,000 69 101 P66 100 - 277V AC 5000K (cool white)  Tempered glass 180°
HZJBOC2N 6,500 58 112 P66 100 - 277V AC 5000K (cool white)  Tempered glass 360°
HzJB8C2N 6,000 58 103 P66 100 - 277V AC 5000K (cool white)  Tempered glass 180°
HZJB5C2N 5,500 a7 117 P66 100 - 277V AC 5000K (cool white)  Tempered glass 360°
HZJB4C2N 5,000 47 106 P66 100 - 277V AC 5000K (cool white)  Tempered glass 180°
HZJB3C2N 3,500 38 92 P66 100 - 277V AC 5000K (cool white)  Tempered glass 360°
HzJB2C2N 3,000 38 79 P66 100 - 277V AC 5000K (cool white)  Tempered glass 180°
HzZJB1C2N 2,500 22 114 P66 100 - 277V AC 5000K (cool white)  Tempered glass 360°
HZJBOC2N 2,000 22 91 P66 100 - 277V AC 5000K (cool white)  Tempered glass 180°
ATEX / IECEx Zone 1, 21 - Amber Models
HZA9A2N 3,700 58 64 P66 100 - 277V AC Amber Tempered glass 360°
HZABAZN 3,700 58 64 P66 100 - 277V AC Amber Tempered glass 180°
HZABA2N 3,000 47 64 P66 100 - 277V AC Amber Tempered glass 360°
HZA4AZN 3,000 47 64 P66 100 - 277V AC Amber Tempered glass 180°
HZABA2N 2,300 38 61 P66 100 - 277V AC Amber Tempered glass 360°
HZA2A2N 2,300 38 61 P66 100 - 277V AC Amber Tempered glass 180°
All values typical unless otherv ed, lumer are typical (tolerance +/- 10%)

"Part numbers listed in the above table are cool white. For neutral white models, replace the first € with N. EX. HZABC2N becomes HZASN2N

www.dialight.com
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SafeSite

Hazardous Application | Wallpack/Bulkhead

SafeSite® LED Wallpack / Bulkhead

for Hazardous Applications

Mechanical Information

Fixture weight:

Standard & Amber Models

11W & 22W: 4.70kg (103 Ibs)

L 4.85 kg (10.7 Ibs)

Emergency Models

13W & 24W: 4.70 kg (10.3 Ibs)
34W: 4.85 kg (10.7 Ibs)
. All cable entries are

Celalle Hiiy drilled and tapped
Comparison
Warranty

Dialight Bulkhead oyr

Metal Halide 1

High Pressure Sodium 1

Fluorescent 1

Resources

Ratings and Certifications

* CE * ATEX/ IECEx Zones 1, 21
* |P66/67 * ATEX/ IECEX Zones 2, 22
* [KO9 * ABS

* Amber models available © Byr full performance warranty

* Emergency models available

available on every model. Please refer to product part number pages fo

Specifications

Voltage options: Housing: Copper free aluminium
Standard & Amber Models Power factor: >0.9

11W & 22W: 100-277V AC, or 24-48V DC THD: <20%

34W: 100-277V AC Lens: High Impact resistant glass
Emergency Models Clear glass or frosted glass
13W & 24W: 90-132V AC or 207 - 264V AC CRI: 70

36W: 207 - 264V AC CCT: 5,650K (cool white)
Operating temp: 4,300K (neutral white)

Standard & Amber Models
11W & 22W:
34W:

Emergency Models

13W & 24W: -0°C to +50°C
36W: -0°C to +40°C
Surge EN 61000-4-5
protection:
L-70 T-Rating

>100,000 T6

15,000 T2

20,000 T2A

24,000 T3

-40°C to +60°C
-40°C to +50°C

Lumens

2,250

2,150

1,200
600

Emergency Models

Battery
13W & 24W: 3.6V 4Ah NiIMH
34W: 3.6V 10Ah NiMH

Expected Battery Life: 4 years

Battery Duration: >180 Minutes @ lowest

rated temperature

1 kV line to line, 2 KV line to ground

Wattage Im/W Mounting Heights
34 66 6m
34 63
22 55
11 55 3m

Datasheet: www.dialight.com/Assets/Brochures_And_Catalogs/lllumination/MDEXWPXWOO1.pdf © Case Studies, IES Files, LM79 Reports: www.dialight.com/Document/Index/709

52

www.dialight.com



SafeSite

Hazardous Application | Wallpack/Bulkhead

SafeSite® LED Wallpack / Bulkhead

Ordering Information

Standard ModelS- 100 - 277V AC

Initial Fixture IP Colour Temperature Light
(ccm Bistiadien

WP-2C3L-NLGC 2,250 34 66 |Pe6/67 100 - 277V AC 5,650K (cool white) Clear Glass Narrow
WP-4C3L-NLGC 2,250 34 66 IP66/67 100 - 277V AC 5,650K (cool white) Clear Glass Oval (35° X 65°)
WP-5C3L-NLGC 2,150 34 63 IP66/67 100 - 277V AC 5,650K (cool white) Clear Glass Oval (65° X 35°)
WP-2C3H-NLGC 1,200 22 &5 IP66/67 100 - 277V AC 5,650K (cool white) Clear Glass Narrow
WP-4C3H-NLGC 1,200 22 56 |Pe6/67 100 - 277V AC 5,650K (cool white) Clear Glass Oval (35° X 55°)
WP-5C3H-NLGC 1,200 22 615 IP66/67 100 - 277V AC 5,650K (cool white) Clear Glass Oval (65° X 35°)
WP-2C3C-NLGC 600 11 655 IP66/67 100 - 277V AC 5,650K (cool white) Clear Glass Narrow
WP-4C3C-NLGC 600 11 565 IPe6/67 100 - 277V AC 5,650K (cool white) Clear Glass Oval (35° X 55°)
WP-56C3C-NLGC 600 11 55 IP66/67 100 - 277V AC 5,650K (cool white) Clear Glass Oval (65° X 35°)
WP-4C2H-NLGC 1,200 22 58 IP66/67 24 - 48V DC 5,650K (cool white) Clear Glass Oval (85° X 55°)
WE-2C4L-NLGC 2,250 36 62 IP66/67 207 - 264V AC 5,650K (cool white) Clear Glass Narrow
WE-4C4L-NLGC 2,250 36 62 IP66/67 207 - 264V AC 5,650K (cool white) Clear Glass Oval (85° X 565°)
WE-5C4L-NLGC 2,180 36 60 IP66/67 207 - 264V AC 5,650K (cool white) Clear Glass Oval (65° X 35°)
WE-2C4H-NLGC 1,200 24 &5 IP66/67 207 - 264V AC 5,650K (cool white) Clear Glass Narrow
WE-4C4H-NLGC 1,200 24 50 IP66/67 207 - 264V AC 5,650K (cool white) Clear Glass Oval (85° X 565°)
WE-5C4H-NLGC 1,200 24 50 IPe6/67 207 - 264V AC 5,650K (cool white) Clear Glass Oval (65° X 35°)
WE-2C4C-NLGC 600 18 50 |Pe6/67 207 - 264V AC 5,650K (cool white) Clear Glass Narrow
WE-4C4C-NLGC 600 13 46 IP66/67 207 - 264V AC 5,650K (cool white) Clear Glass Oval (85° X 65°)
WE-5C4C-NLGC 600 18 46 IP66/67 207 - 264V AC 5,650K (cool white) Clear Glass Oval (65° X 35°)
Emergency Models - 90 - 132V AC
WE-2C5H-NLGC 1,200 24 66 |Pe6/67 90 -132V AC 5,650K (cool white) Clear Glass Narrow
WE-4C5H-NLGC 1,200 24 50 IP66/67 90 -132V AC 5,650K (cool white) Clear Glass Oval (85° X 565°)
WE-5C5H-NLGC 1,200 24 50 IP66/67 90 -132V AC 5,650K (cool white) Clear Glass Oval (65° X 35°)
WE-2C5C-NLGC 600 18 46 |Pe6/67 90 -132V AC 5,650K (cool white) Clear Glass Narrow
WE-4C5C-NLGC 600 13 46 IP66/67 90 -132V AC 5,650K (cool white) Clear Glass Oval (85° X 65°)
WE-5C5C-NLGC 600 13 46 IP66/67 90 -132V AC 5,650K (cool white) Clear Glass Oval (65° X 35°)
Amber Models - 207 - 264V AC
WP-2A3L-NLGC 34 IP66/67 100 - 277V AC Amber Clear Glass Narrow
WP-4A3L-NLGC 34 IP66/67 100 - 277V AC Amber Clear Glass Oval (35° X 65°)
WP-5A3L-NLGC 34 IP66/67 100 - 277V AC Amber Clear Glass Oval (65° X 35°)
WP-2A3H-NLGC 22 IP66/67 100 - 277V AC Amber Clear Glass Narrow
WP-4A3H-NLGC 22 IP66/67 100 - 277V AC Amber Clear Glass Oval (85° X 65°)
WP-5A3H-NLGC 22 IP66/67 100 - 277V AC Amber Clear Glass Oval (65° X 35°)
WP-2A3C-NLGC 11 IP66/67 100 - 277V AC Amber Clear Glass Narrow
WP-4A3C-NLGC 11 |Pe6/67 100 - 277V AC Amber Clear Glass Oval (35° X 55°)
WP-5A3C-NLGC 11 IP66/67 100 - 277V AC Amber Clear Glass Oval (65° X 35°)

All values typical unless otherwise stated, lumen values are typical (tolerance +/- 10%)
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SafeS|te Hazardous Application | Wallpack/Bulkhead

SafeSite® LED Wallpack / Bulkhead

for Hazardous Applications

Dimensions

Molintirg Fiole Spacing

336.054 204 ——Lr_-l\/lounting By 4 Off @ 8 Holes

wd8S T 1 2

| e

]

Mounting Hole
Spacing 170
|

[_Extemnal Earth Point
=2 - Off M20 Cable Entries &

Dimension are in mm

Standard Option Option “E” Option “R” Option “H”
2 entries one side 2 entries one side, 1 entry opposite  Rear entry point, add 2 entries one side, 2 entries opposite side,
side, add E to the end of the order Rto the end of the and 1 entry in the rear
code order code add H to the end of the order code

Narrow ) Oval (35 x 56) Walkway (55 x 35)

eg;‘\“w.

Resources
Datasheet: www.dialight.com/Assets/Brochures_And_Catalogs/llumination/MDEXSSBHATEXEUX001.pdf ¢ Case Studies, IES Files, LM79 Reports: www.dialight.com/Document/Index/709
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SafeS|te Hazardous Application | Wallpack/Bulkhead

SafeSite® LED Wallpack / Bulkhead

Mounting Accessories

WP-BRKT-SS-ADJ WP-STMB-LG00-22 WP-STMB-LG25-22
e Stainless steel e Stanchion mount bsp . St(inchlon mount bsp
adjustable bracket 90° 25
WP-STMB-LG00-24 WP-STMB-LG25-24
e Stanchion mount npt e Stanchion mount npt
900 250
WP-STMB-LG85-22 WP-BRKT-LG-PF WP-RECESS-WH
e Stanchion mount bsp e Pipe and flush bracket ® Recessed housing
860

WP-STMB-LG85-24

e Stanchion mount npt
850

WP-STMB-LG85-50

e Stanchion mount 85D
34mm BORE

WP-STMB-LG85-60

e Stanchion mount 85D
38mm BORE

WP-000799-BATT

e Replacement battery kit -
(4Ah 3.6 battery module)

WP-001500-BATT

e Replacement battery kit -
(10AN 3.6 battery module)

www.dialight.com 55




DuroSite Industrial Application | Transportable

DuroSite® LED Transportable Range
for Industrial Applications

DuroSite® LED Transportable High Bay

Mechanical Information Ratings and Ceriifications
Fixture weight:  13.6kg (30 Ibs) * L70 >100,000 hours @ 25°C ambient
* CE
Fixing: Factory installed 10 bl
ixing actory installe m cable . P65
* K10

e Byr full performance warranty

Specifications

Voltage options: 100 - 277V AC ;‘;‘;v;': >0.9 Lens: Polycarbonate
Operating temp:  -40°C to +65°C THD: <20% CRIl: 75

EN 61000-4-5
1 kV line to line, 2 kV line to ground

Initial Fixture IP Colour Temperature Light
e e (cCT Distribution

THB2C4AM-EU 10,000 146 68 P66 100 - 277V AC 5000K (cool white) Polycarbonate Circular
THBGCMP-EU 17,500 172 102 P66 100 - 277V AC 5000K (cool white) Glass Circular

ed, lumen values are typical (tolerance +/- 10%)

Surge protection: Housing:  Copper free aluminium CCT: 5000K (cool white)

DuroSite® LED Transportable Wallpack / Bulkhead

Mechanical Information Ratings and Certifications
Fixture weight: 34W - 4.85kg * |70 >100,000 hours @ 25°C ambient
* CE
Fixing: Factory installed 10m cable
* |P66

e Byr full performance warranty

Specifications
. Power
Voltage options: 100 - 277V AC factor: >0.9 Lens: Polycarbonate

Operating temp:  -40°C to +65°C THD: <20% CRI: 75

EN 61000-4-5
1 kV line to line, 2 kV line to ground

Initial Fixture IP Colour Temperature Light
e Lumens VOItage (CCT) DiStribUtion

Surge protection: Housing:  Copper free aluminium CCT: 5000K (cool white)

TW-2C3L-SYWC 2,250 P66 100 - 277V AC 5000K (cool white) Clear Glass Narrow
TW-2N3L-SYWC 2,250 34 66 P66 100 - 277V AC 5000K (cool white) Clear Glass Narrow
TW-4C3L-SYWC 2,250 34 66 P66 100 - 277V AC 5000K (cool white) Clear Glass Oval (35° X 55°)
TW-4NBL-SYWC 2,250 34 66 P66 100 - 277V AC 5000K (cool white) Clear Glass Oval (35° X 55°)

All values typical unles: ted, lumen values are typical (tolerance +/- 10%)

When ordering, please refer to www.dialight.com for the current datasheets
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SafeSite Hazardous Application | Transportable

SafeSite® LED Transportable Range
for Hazardous Applications

SafeSite® LED Transportable High Bay

Mechanical Information Ratings and Certifications
Fixture weight: 19.7kg (43.4 Ibs) e | .70 >100,000 hours @ 25°C ambient ~ ® ATEX Zones 1, 21
Fixing: Factory installed 10m cable * |P66 * ATEX Zones 2, 22

e Byr full performance warranty

Specifications
Voltage options: 100 - 277V AC Power factor: >0.9 Lens: Tempered glass
Operating temp:  -40°C to +60°C THD: <20% CRIl: 70
Surge protection: BN E1000-n Housing: Copper free aluminium  CCT:  5000K (cool white)

1 kV line to line, 2 kV line to ground

Hydrogen Initial Fixture IP Colour Light
- e Y1189 | Tomperature (CCT) Distribution

THA9CMP 14,500 172 84 P66 100 - 277V AC ~ 5000K (cool white)  Tempered glass Circular
THA9C4AM 9,500 150 63 P66 100 - 277V AC  5000K (cool white)  Tempered glass Circular
THHOC4AM ° 9,500 150 63 P66 100 - 277V AC  B5000K (cool white)  Tempered glass Circular
- ® -
SafeSite® LED Transportable Area Light
Mechanical Information Ratings and Certifications
Fixture weight: 9.98kg (22 lbs) * .70 >100,000 hours @ 25°C ambient ~ ® ATEX Zones 1, 21
. Transportable bracket with * |P66 * ATEX Zones 2, 22
Mounting: iunction b
JUeien o2  5yr full performance warranty

Specifications

Voltage options: 110 - 277V AC Power factor: >0.9 Lens: Tempered glass
Operating temp:  -40°C to +65°C THD: <20% CRI: 75

EN 61000-4-5
Surge protection: 1KV line 1o line, 2 KV line o ground Housing: Copper free aluminium  CCT:  5000K (cool white)

Initial Fixture IP Colour Temperature nght

THZA9C2N 6,000 103 P66 100 - 277V AC 5000K (cool white) Tempered glass 360°

THZASC2N 5,100 47 109 P66 100 - 277V AC 5000K (cool white) Tempered glass 360°

THZA3C2N 4,000 38 109 P66 100 - 277V AC 5000K (cool white) Tempered glass 360°
SafeSite® LED Transportable Wallpack / Bulkhead

Mechanical Information Ratings and Certifications
11 822W - 5.76kg (10.501bs) « [ .70 >100,000 hours @ 25°C ambient ~ * ATEX Zones 1, 21

ST - Biehe 1010159 « P66 « ATEX Zones 2, 22
Fixing: Factory installed 10m cable

Fixture weight:

* Byr full performance warranty

Specifications
11& 22W - 100-277V AC / 24-48V DC

Voltage options: 34W - 100-277V AC Power factor: >0.9 Lens: Polycarbonate

. . 11&22W - -40°C to +60°C . o . High impact
Operating temp: 34W - -40°C 10 +50°C THD: <20% CRI: resistant glass

Surge protection: 1 kV line to line, 2 kV line to ground Housing: CoploEr e T: 5000K (cool white)
aluminium
Initial Fixture IP Colour Temperature nght
e e (cCT)
TWA-2C3L-SYWC 2,250 P66 100-277V AC 5000K (cool white) Clear glass Narrow
TWA-2C3H-SYWC 1,200 22 58 P66 100-277V AC 5000K (cool white) Clear glass Narrow
TWA-2C3C-SYWC 600 11 &5 P66 100-277V AC 5000K (cool white) Clear glass Narrow
/pical unless otherwise stated, lumen values are typical (tolerance +/- 10%) 57
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S’[ree’[SeﬂSG Infrastructure Solutions| Street Light

StreetSense® LED Street Light

for Infrastructure Solutions

Ratings and Certifications

* CE ° ATEX/ IECEX
* |P66/67 * NEMA 4X
* RoHS o 7yr full performance warranty

)

on every model. Please refer tc

roduct part numboe

Mechanical Information Specifications
Fixture 64, 83W -1 light engines: 7.26kg (16 los) Voltage options: 100 - 277V AC Housing: Aluminum alloy A360
weight: 131, 165W - 2 light engines: 11.34kg (25 lbs) Optically optimized
" 190, 252W - 3light engines: 15.42kg (34 lbs) ~ Operating temp: ~ -40°C to +74°C Lens: te%perg g glass
Power factor: >0.9 CRI: 70

Accommodates 31.75mm (42.16mm OD) -
Mounting: 50.8mm (60.32mm OD) pipe. Provision i . 5000K (cool white)
for adjustment of +/- 5° at 2.5° increments Utle: <205 e 4300K (neutral white)

Open circuit surge protection 6kV standard per ANSI/IEEE C62.41.
Surge protection:  2.2002 cat C low or Open circuit surge protection 10kV standard per
ANSI/IEEE C62.41. 2.2002 cat C high

Comparison Lumens Wattage Im/W Mounting Heights
Warranty L-70 20,250 252 80 17m
Dialight Street Light 7yr >100,000 16,000 190 84
Metal Halide 1 15,000 10,900 131 83
High Pressure Sodium 1 20,000 6,800 83 82
5,500 65 85 5m
Dimensions

—34.7 (880] - 190W , 252W
~26.5(674) - 131W, 165W ———
[ 18.4 [467) - 65W, BIW —

4.8
122)

(372) ' ®

Dimension are in mm [inches]

Light Distribution Pattern

v

soLrCas Type ll
Nesources
Datasheet: http://www.dialight.com/Assets/Brochures_And_Catalogs/llumination/MDTFSL3X001.pdf « Case Studies, |ES Files, LM79 Reports: www.dialight.com/Document/Index/713
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S’[reetSenSG Infrastructure Solutions| Street Light

StreetSense® LED Street Light

Ordering Information and Mounting Accessories

Initial Fixture Colour Temperature L|ght
e il (e

Standard Models - ATEX / IECEx Zone 2

SLA3N4SG 20,250 252 80 P66 100 - 277V AC 4,300K (neutral white) Glass 3

SLASN4HG 10,900 131 83 P66 100 - 277V AC 4,300K (neutral white) Glass 2

SLABN4CG 5,500 65 85 P66 100 - 277V AC 4,300K (neutral white) Glass 1

T o e ]

SL3C5SLGG-EU 20,250 252 80 IP66/67 100 - 277V AC 5,000K (Cool white) Glass 8
SL3NGSLGG-EU 20,250 252 80 |P66/67 100 - 277V AC 4,300K (neutral white) Glass 3
SL3C5RLGG-EU 16,000 190 84 |Pe6/67 100 - 277V AC 5,000K (Cool white) Glass 3
SL3NSRLGG-EU 16,000 190 84 |P6e6/67 100 - 277V AC 4,300K (neutral white) Glass 8
SL3CAILGG-EU 13,300 165 81 |P66/67 100 - 277V AC 5,000K (Cool white) Glass 2
SL3CNILGG-EU 13,250 165 80 |P66/67 100 - 277V AC 4,300K (neutral white) Glass 2
SL3C5HLGG-EU 11,000 131 84 |Pe6/67 100 - 277V AC 5,000K (Cool white) Glass 2
SL3NSHLGG-EU 10,900 131 83 |P66/67 100 - 277V AC 4,300K (neutral white) Glass 2
SL3C5DLGG-EU 6,800 83 82 |Pe6/67 100 - 277V AC 5,000K (Cool white) Glass 1
SL3NSDLGG-EU 6,750 83 81 IP66/67 100 - 277V AC 4,300K (neutral white) Glass 1
SL3C5CLGG-EU 5,500 65 85 |Pe6/67 100 - 277V AC 5,000K (Cool white) Glass 1
SL3NSCLGG-EU 5,500 65 85 |P66/67 100 - 277V AC 4,300K (neutral white) Glass 1

All values typical unless otherwise stated, lumen values are typical (tolerance +/- 10%)
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